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INTRODUCTION TO EMBEDDED SYSTEM

EMBEDDED SYSTEM OVERVIEW:-

Computing systems are everywhere. There is no surprise that millions of computing
systems are built every year destined for desktop computers (Personal Computers, or
PC’s), workstations, mainframes and servers.

The billions of computing systems are built every year for a very different purpose: they
are embedded within larger electronic devices, repeatedly carrying out a particular
function, often going completely unrecognized by the device’s user.

An embedded system is nearly any computing system other than a desktop, laptop, or
mainframe computer.

Shortlist of embedded systems:-

Embedded systems are found in a variety of common electronic devices, such as:

1. consumer electronics -- cell phones, pagers, digital cameras, camcorders,
videocassette recorders, portable video games, calculators, and personal digital
assistants;
home appliances -- microwave ovens, answering machines, thermostat, home
security, washing machines, and lighting systems;
office automation -- fax machines, copiers, printers, and scanners;
business equipment -- cash registers, curbside check-in, alarm systems, card
readers, product scanners, and automated teller machines;
automobiles -- transmission control, cruise control, fuel injection, anti-lock
brakes, and active suspension.

Characteristics of embedded systems:-

e Embedded systems have several common characteristics:

1) Single-functioned: An embedded system usually executes only one program, repeatedly.

For example, a pager is always a pager. A desktop system executes a variety of programs,
like spreadsheets, word processors, and video games, with new programs added
frequently.

Tightly constrained: All computing systems have constraints on design metrics. A
design metric is a measure of an implementation’s features, such as cost, size,
performance, and power. Embedded systems often must cost just a few dollars, must be
sized to fit on a single chip, must perform fast enough to process data in real-time, and
must consume minimum power to extend battery life or prevent the necessity of a cooling
fan.




3) Reactive and real-time: Many embedded systems must continually react to changes in
the system’s environment, and must compute certain results in real time without delay.
For example, a car's cruise controller continually monitors and reacts to speed and brake
sensors. It must compute acceleration or decelerations amounts repeatedly within a
limited time; a delayed computation result could result in a failure to maintain control of
the car. A desktop system typically focuses on computations, with relatively infrequent
(from the computer’s perspective) reactions to input devices. In addition, a delay in those
computations, while perhaps inconvenient to the computer user, typically does not result
in a system failure.

A DIGITAL CAMERA:-

Consider the digital camera system as shown in the below figure .

The A2D and D2A circuits convert analog images to digital and digital to analog,

respectively.

The CCD preprocessor is a charge-coupled device preprocessor.

The JPEG codec compresses and decompresses an image using the JPEG2 compression

standard, enabling compact storage in the limited memory of the camera.

The Pixel coprocessor aids in rapidly displaying images.

The Memory controller controls access to a memory chip also found in the camera,

while the DMA controller enables direct memory access without requiring the use of the

microcontroller.

The UART enables communication with a PC’s serial port for uploading video frames,

while the ISA bus interface enables a faster connection with a PC’s ISA bus.

The LCD ctrl and Display ctrl circuits control the display of images on the camera’s

liquid-crystal display device.

A Multiplier/Accum circuit assists with certain digital signal processing.

The heart of the system is a microcontroller, which is a processor that controls the

activities of all the other circuits. Each device as a processor designed for a particular

task, while the microcontroller is a more general processor designed for general tasks.
This example illustrates some of the embedded system characteristics described above.

It performs a single function repeatedly. The system always acts as a digital camera,
wherein it captures, compresses and stores frames, decompresses and displays frames,
and uploads frames.

It is tightly constrained. The system must be low cost since consumers must be able to
afford such a camera. It must be small so that it fits within a standard-sized camera. It
must be fast so that it can process numerous images in milliseconds. It must consume
little power so that the camera’s battery will last a long time.




e This particular system does not possess a high degree of the characteristic of being
reactive and real-time, as it only needs to respond to the pressing of buttons by a user,
which even for an avid photographer is still quite slow with respect to processor speeds.
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An embedded system example -- a digital camera.

EMBEDDED SYSTEMS TECHNOLOGIES:-

e Technology as a manner of accomplishing a task, especially using technical processes,

methods, or knowledge.
e There are three technologies in the embedded system design:
1. Processor technologies
2. IC technologies
3. Design technologies

PROCESSOR TECHNOLOGY:-

General Purpose Processors --- Software:-
e The general-purpose processor builds a device suitable for a variety of applications, to

maximize the number of devices sold.

One feature of such a processor is a program memory — the designer does not know what
program will run on the processor, so the program cannot be build into the digital circuit.

Another feature is a general datapath — the datapath must be general enough to handle a
variety of computations, so typically has a large register file and one or more general-

purpose arithmetic-logic units (ALUs).
An embedded system simply uses a general-purpose processor, by programming the
processor’s memory to carry out the required functionality.




e Using a general-purpose processor in an embedded system may result in several design-
metric benefits.
1. Design time and NRE cost are low, because the designer must only write a
program, but need not do any digital design.
2. Flexibility is high, because changing functionality requires only changing the
program.
3. Unit cost may be relatively low in small quantities, since the processor
manufacturer sells large quantities to other customers.
4. Performance may be fast for computation-intensive applications, if using a fast
processor, due to advanced architecture features and leading edge IC technology.
e There are also some design-metric drawbacks.
a. Unit cost may be too high for large quantities.
b. Performance may be slow for certain applications.
¢. Size and power may be large due to unnecessary processor hardware.

Figure 1(b) illustrates that a general-purpose covers the desired functionality, but not necessarily
efficiently.

Figure 1 : Processors very in their customization for the problem at hand: (a) desired
functionality. (b) general-purpose processor. (b) application-specific processor. (c¢)
single-purpose processor.

total=0

fori=1toN loop
total += MJi]

end loop

(b) (c) (D)

Figure 2(a) shows a simple architecture of a general-purpose processor implementing the array
summing functionality. The functionality is stored in a program memory. The controller fetches
the current instruction, as indicated by the program counter (PC), into the instruction register
(IR). It then configures the datapath for this instruction and executes the instruction. Finally, it
determines the appropriate next instruction address, sets the PC to this address, and fetches
again.




Figure 2:
Implementing desired functionality on different processor types: (a) general-purpose. (b) application-specific.
(c) single-purpose.
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Single Purpose Processors ---- Hardware:-

e A single-purpose processor is a digital circuit designed to execute exactly one program. For
example, consider the digital camera. All of the components other than the
microcontroller are single-purpose processors. The JPEG codec, for example, executes a
single program that compresses and decompresses video frames.

An embedded system creates a single-purpose processor by designing a custom digital

circuit.

Using a single-purpose processor in an embedded system results in several design metric

benefits and drawbacks, which are essentially the inverse of those for general purpose

processors.

Performance may be fast, size and power may be small, and unit-cost may be low for

large quantities, while design time and NRE costs may be high, flexibility is low, unit

cost may be high for small quantities, and performance may not match general-purpose

processors for some applications.
For example, Figure 1(d) illustrates the use of a single-purpose processor in our embedded
system example, representing an exact fit of the desired functionality. Figure 2(c) illustrates the
architecture of such a single-purpose processor for the example. Since the example counts from
one to N, we add an index register. The index register will be loaded with N, and will then count
down to zero, at which time it will assert a status line read by the controller. The example has
only one other value, we add only one register labeled total to the datapath. Since the example’s
only arithmetic operation is addition, we add a single adder to the datapath. Since the processor
only executes this one program, we hardware the program directly into the control logic.




APPLICATION ---- SPECIFIC PROCESSORS:-

An application-specific instruction-set processor (or ASIP) can serve as a compromise
between the other processor.

An ASIP is designed for a particular class of applications with common characteristics,
such as digital-signal processing, telecommunications, embedded control, etc.

An ASIP in an embedded system can provide the benefit of flexibility while still
achieving good performance, power and size.

Such processors can require large NRE cost to build the processor itself.

Microcontrollers:-

A microcontroller is a microprocessor that has been optimized for embedded control
applications.

Such applications typically monitor and set numerous single bit control signals but do not
perform large amount of data computations. Thus microcontrollers tend to have simple
datapaths that excel bit-level operations and reading and writing external bits.
Furthermore, they tend to incorporate on the microprocessor chip several peripheral
components common in control applications like serial communication peripherals,
times, counters, pulse width modulators and analog to digital converters. Such
incorporation of peripherals enables single chip implementations and hence smaller and
lower cost product.

Digital Signal Processing:-

Digital-signal processors (DSPs) are a common class of ASIP.

A DSP is a processor designed to perform common operations on digital signals, which
are the digital encodings of analog signals like video and audio. These operations carry
out common signal processing tasks like signal filtering, transformation, or combination.
Such operations are usually math-intensive, including operations like multiply and add or
shift and add.

To support such operations, a DSP may have special purpose datapath components such
a multiply-accumulate unit, which can perform a computation like T = T + M[i]*k using
only one instruction.

Figure 1(c) illustrates the use of an ASIP ; while partially customized to the desired
functionality, there is some inefficiency since the processor also contains features to
support reprogramming.

Figure 2(b) shows the general architecture of an ASIP. The datapath may be customized.
It may have an auto-incrementing register, a path that allows the add of a register plus a
memory location in one instruction, fewer registers, and a simpler controller.




IC TECHNOLOGY:-

Every processor must eventually be implemented on an IC.

An IC (Integrated Circuit), often called a “chip,” is a semiconductor device consisting of
a set of connected transistors and other devices.

A number of different processes exist to build semiconductors, the most popular of which
is CMOS (Complementary Metal Oxide Semiconductor).

Semiconductors consist of numerous layers as shown in the figure given below.

Figure :IC’s consist of several layers. Shown is a simplified CMOS transistor; an IC may
possess millions of these. connected by layers of metal (not shown).

IC package ol
drain

Silicon substrate

The bottom layers form the transistors. The middle layers form logic gates. The top layers
connect these gates with wires. These layers can be created by depositing photo-sensitive
chemicals on the chip surface and then shining light through masks to change regions of
the chemicals. A set of masks is often called a layout. The narrowest line that we can
create on a chip is called the feature size.

Full Custom / VLSI:-

In a full-custom IC technology, we optimize all layers for our particular embedded
system’s digital implementation.

Such optimization includes placing the transistors to minimize interconnection lengths,
sizing the transistors to optimize signal transmissions and routing wires among the
transistors.

Once all the masks are completed, then we send the mask specifications to a fabrication
plant that builds the actual ICs.

Full-custom IC design, often referred to as VLSI (Very Large Scale Integration) design,
has very high NRE cost and long turnaround times (typically months) before the IC
becomes available, but can yield excellent performance with small size and power.

It is usually used only in high-volume or extremely performance-critical applications.

Semicustom ASIC (Gate Array and Standard Cell):-

In an ASIC (Application-Specific IC) technology, the lower layers are fully or partially
built, leaving us to finish the upper layers.




In a gate array technology, the masks for the transistor and gate levels are already built
(i.e., the IC already consists of arrays of gates).

The remaining task is to connect these gates to achieve our particular implementation.

In a standard cell technology, logic-level cells (such as an AND gate or an AND-OR-
INVERT combination) have their mask portions pre-designed, usually by hand.

Thus, the remaining task is to arrange these portions into complete masks for the gate
level, and then to connect the cells.

ASICs are by far the most popular IC technology, as they provide for good performance
and size, with much less NRE cost than full-custom IC’s.

PLD:-

In a PLD (Programmable Logic Device) technology, layers implement a programmable
circuit, where programming has a lower-level meaning than a software program.

The programming that takes place may consist of creating or destroying connections
between wires that connect gates, either by blowing a fuse, or setting a bit in a
programmable switch.

Small devices, called programmers, connected to a desktop computer can typically
perform such programming.

PLD's of two types, simple and complex. One type of simple PLD is a PLA
(Programmable Logic Array), which consists of a programmable array of AND gates and
a programmable array of OR gates.

Another type is a PAL (Programmable Array Logic), which uses just one programmable
array to reduce the number of expensive programmable components.

One type of complex PLD, growing very rapidly in popularity over the past decade, is the
FPGA (Field Programmable Gate Array), which offers more general connectivity among
blocks of logic, rather than just arrays of logic as with PLAs and PALs, and are thus able
to implement far more complex designs. PLDs offer very low NRE cost and almost
instant IC availability.

They are typically bigger than ASICs, may have higher unit cost, may consume more
power, and may be slower (especially FPGAs). They still provide reasonable
performance, though, so are especially well suited to rapid prototyping.




8051 MICROCONTROLLER ARCHITECTURE

The architecture of the 8051 family of microcontrollers is referred to as the MCS-51 architecture
(Micro Controller Series-51), or sometimes simply as MCS-51.The microcontrollers have an 8-
bit data bus. They are capable of addressing 64K of program memory and a separate 64K of data
memory. The block diagram of 8051 microcontroller is shown below.
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The 8051 have 4K of code memory implemented as on-chip Read Only Memory (ROM). The
8051 have 128 bytes of internal Random Access Memory (RAM).

The 8051 has two timer/counters, a serial port, 4 general purpose parallel input/output ports, and
interrupt control logic with five sources of interrupts.




Besides internal RAM, the 8051 have various Special Function Registers (SFR), which are the
control and data registers for on-chip facilities.

The SFRs also include the accumulator, the B register, and the Program StatusWord (PSW),
which contains the CPU flags.

Programming the various internal hardware facilities of the 8051 is achieved by placing the
appropriate control words into the corresponding SFRs. The 8031 are similar to the 8051, except
it lacks the on-chip ROM.
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1-8: Port 1: Each of these pins can be used as either input or output according to user needs.
Also, pins 1 and 2 (P1.0 and P1.1) have special functions associated with Timer 2.

9: Reset Signal: High logical state on this input halts the MCU and clears all the registers.
Bringing this pin back to logical state zero starts the program a new as if the power had just been

turned on. In another words, positive voltage impulse on this pin resets the MCU. Depending on
the device's purpose and environs, this pin is usually connected to the push-button, reset-upon-
start circuit or a brown out reset circuit.

10-17: Port 3:as with Port 1, each of these pins can be used as universal input or output.
However, each pin of Port 3 has an alternative function:

1. Pin 10: RXD - serial input for asynchronous communication or serial output for
synchronous communication.

2. Pin 11: TXD - serial output for asynchronous communication or clock output for
synchronous communication




Pin 12: INTO* - input for interrupt 0

Pin 13: INT1* - input for interrupt 1

Pin 14: TO - clock input of counter 0

Pin 15: T1 - clock input of counter 1

Pin 16: WR¥* - signal for writing to external (add-on) RAM memory.

8. Pin 17: RD* - signal for reading from external RAM memory

18-19: X2 and X1: Input and output of internal oscillator. Quartz crystal controlling the
frequency commonly connects to these pins. Capacitances within the oscillator mechanism
optimal voltage.

20: GND: Ground

21- 28: Port 2: if external memory is not present, pins of Port 2 act as universal input/output. If
external memory is present, this is the location of the higher address byte, i.e. addresses A8 —
A15. It is important to note that in cases when not all the 8 bits are used for addressing the
memory (i.e. memory is smaller than 64kB), the rest of the unused bits are not available as
input/output.

29: PSEN*: MCU activates this bit (brings to low state) upon each reading of byte instruction)
from program memory. If external ROM is used for storing the program, PSEN- is directly
connected to its control pins.

30: ALE: before each reading of the external memory, MCU sends the lower byte of the address
register (addresses A0 — A7) to port PO and activates the output ALE. External Chip (eg:
74HC373), memorizes the state of port PO upon receiving a signal from ALE pin, and uses it as
part of the address for memory chip. During the second part of the MCU cycle, signal on ALE is
off, and port PO is used as Data Bus. In this way, by adding only one integrated circuit, data from
port can be multiplexed and the port simultaneously used for transferring both addresses and
data.

31: EA*: Bringing this pin to the logical state zero designates the ports P2 and P3 for
transferring addresses regardless of the presence of the internal memory. This means that even if
there is a program loaded in the MCU it will not be executed, but the one from the external ROM

will be used instead. Conversely, bringing the pin to the high logical state causes the controller to

use both memories, first the internal, and then the external (if present).

32-39: Port 0: Similar to Port 2, pins of Port 0 can be used as universal input/output, if external
memory is not used. If external memory is used, PO behaves as address output (A0 — A7) when
ALE pin is at high logical level, or as data output (Data Bus) when ALE pin is at low logical
level.

40: VCC: Power +5V




MEMORY ORGANIZATION

During the runtime, microcontroller uses two different types of memory: one for holding the
program being executed (ROM memory), and the other for temporary storage of data and
auxiliary variables (RAM memory). Depending on the particular model from 8051 family,
this is usually few kilobytes of ROM and 128/256 bytes of RAM. This amount is built-in and
is sufficient for common tasks performed "independently" by the MCU. However, 8051 can
address up to 64KB of external memory.

MEMORY ARCHITECTURE

(i) VON-NEUMAN ARCHITECTURE
Von Neumann architectures are computer architectures that use the same storage device for

both instructions and data. By treating the instructions in the same way as the data, the
machine could easily change the instructions. In other words the machine was reprogram
able. Because the machine did not distinguish between instructions and data, it allowed a
program to modify or replicate a program.

Address Buas

Data Bus

(i)HARVARD ARCHITECTURE

The term Harvard architecture originally referred to computer architectures that uses
physically separate storage devices for their instructions and data. Harvard architecture has
separate data and instruction busses, allowing transfers to be performed simultaneously on
both buses.

- " -
[bain Bus Diaix Bu:

The Harvard architecture executes instructions in fewer instruction cycles than the Von
Neumann architecture. This is because a much greater amount of instruction parallelism is
possible in the Harvard architecture. Parallelism means that fetches for the next instruction can
take place during the execution of the current instruction, without having to either wait for a
"dead" cycle of the instruction's execution or stop the processor's operation while the next
instruction is being fetched.




MEMORY ORGANIZATION

The 8051 has two types of memory and these are Program Memory and Data Memory. Program
Memory (ROM) is used to permanently save the program being executed, while Data Memory
(RAM) is used for temporarily storing data and intermediate results created and used during the
operation of the microcontroller. Depending on the model in use (we are still talking about the
8051 microcontroller family in general) at most a few Kb of ROM and 128 or 256 bytes of RAM
is used. All 8051 microcontrollers have a 16-bit addressing bus and are capable of addressing 64
kb memory. It is neither a mistake nor a big ambition of engineers who were working on basic
core development. It is a matter of smart memory organization which makes these
microcontrollers a real “programmers’ goody*.

PROGRAM MEMORY/ROM MEMORY
8051 have built-in ROM, although there are substantial variations. With some models internal
memory cannot be programmed directly by the user. Instead, the user needs to precede the

program to the manufacturer, so that the MCU can be programmed appropriately in the

process of fabrication. Obviously, this option is cost-effective only for large series.
Fortunately, there are MCU models ideal for experimentation and small specialized series.
Many manufacturers deliver controllers that can be programmed directly by the user. These
come in an EPROM version or EEPROM version or OTP or FLASH type.
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Address FFFF hex
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Address FFFF hex
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Memory Address 4000 hex

1111¢

(64K max.) Address 3FFF hex

Embedded ROM
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(4K) Microcontroller
ereees Address 0000 hex =wreee P S

EA=0 In this case, the microcontroller completely ignores internal program memory and executes
only the program stored in external memory.

EA=1 In this case, the microcontroller executes first the program from built-in ROM, then the
program stored in external memory.

In both cases, PO and P2 are not available for use since being used for data and address
transmission. Besides, the ALE and PSEN pins are also used.

RAM MEMORY/DATA MEMORY

Data Memory is used for temporarily storing data and intermediate results created and used

during the operation of the microcontroller. Besides, RAM memory built in the 8051 family
includes many registers such as hardware counters and timers, input/output ports, serial data
buffers etc.

The previous models had 256 RAM locations, while for the later models this number was
incremented by additional 128 registers.

However, the first 256 memory locations (addresses 0-FFh) are the heart of memory common to
all the models belonging to the 8051 family.

Locations available to the user occupy memory space with addresses 0-7Fh, i.e. first 128
registers. This part of RAM is divided in several blocks.

The first block consists of 4 banks each including 8 registers denoted by R0O-R7.
Prior to accessing any of these registers, it is necessary to select the bank containing it.

The next memory block (address 20h-2Fh) is bit- addressable, which means that each bit has its
own address (0-7Fh). Since there are 16 such registers, this block contains in total of 128 bits
with separate addresses (address of bit 0 of the 20h byte is 0, while address of bit 7 of the 2Fh
byte is 7Fh).




The third group of registers occupy addresses 2Fh-7Fh, i.e. 80 locations, and does not have any
special functions or features.

ADDITIONAL RAM

In order to satisfy the programmers’ constant hunger for Data Memory, the manufacturers
decided to embed an additional memory block of 128 locations into the latest versions of the
8051 microcontrollers. (However, it’s not as simple as it seems to be... The problem is that
electronics performing addressing has 1 byte (8 bits) on disposal and is capable of reaching only
the first 256 locations, therefore. In order to keep already existing 8-bit architecture and
compatibility with other existing models a small trick was done. It means that additional memory
block shares the same addresses with locations intended for the SFRs (80h- FFh).)

In order to differentiate between these two physically separated memory spaces, different ways
of addressing are used. The SFRs memory locations are accessed by direct addressing, while
additional RAM memory locations are accessed by indirect addressing.

Later versions of the 8051 microcontrollers:
(256 general-purpose registers)
A

Previous versions of the 8051 microcontrollers
(128 general-purpose registers)
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MEMORY EXPANSION

In case memory (RAM or ROM) built in the microcontroller is not sufficient, it is possible to add
two external memory chips with capacity of 64Kb each. P2 and P3 1/O ports are used for their
addressing and data transmission.

Reading
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Lower address byte writing |

The 8051 microcontroller has two pins for data read RD#(P3.7) and PSEN#.

The first one is used for reading data from external data memory (RAM), while the other is used
for reading data from external program memory (ROM). Both pins are active low.

A typical example of memory expansion by adding RAM and ROM chips (Hardward

architecture), is shown in figure above.
Even though additional memory is rarely used with the latest versions of the microcontrollers,
we will describe in short what happens when memory chips are connected according to the
previous schematic. The whole process described below is performed automatically.
e  When the program during execution encounters an instruction which resides in external
memory (ROM), the microcontroller will activate its control output ALE and set the first
8 bits of address (A0-A7) on PO. IC circuit 74HCTS573 passes the first 8 bits to memory
address pins.
A signal on the ALE pin latches the IC circuit 74HCT573 and immediately afterwards 8
higher bits of address (A8-A15) appear on the port. In this way, a desired location of
additional program memory is addressed. It is left over to read its content.
Port PO pins are configured as inputs, the PSEN pin is activated and the microcontroller
reads from memory chip.
Similar occurs when it is necessary to read location from external RAM. Addressing is
performed in the same way, while read and write are performed via signals appearing on the
control outputs RD (is short for read) or WR (is short for write).




8051 REGISTERS
SFR (SPECIAL FUNCTION REGISTERS)

SFR can be seen as a sort of control panel for managing and monitoring the microcontroller.
Every register and each of the belonging bits has its name, specified address in RAM and strictly
defined role (e.g. controlling the timer, interrupt, serial connection, etc). Although there are 128
available memory slots for allocating SFR registers.. The rest has been left open intentionally to
allow future upgrades while retaining the compatibility with earlier models. This fact makes
possible to use programs developed for obsolete models long ago.

NAME FUNCTION HEX Bit-Addressable
ADDRES
A Accummmiator EO Yes
B Anthmmetic FD Yes
Data Pomter (1 Bvtes) — —
DPH Addressins exrernal memory &3 No
Addreszms exremal memory 82 No
1IE Interrupt enable control Al Tes
P InterTupt prioncy BE Yes
Pd Imput‘ouwtput port ich g0 Yes
Fl Input'output port latch < 1es

2 Input'ourpat port latch AD Yes
B3 Inpur'ourput port latch BY Yes
PCON Power conmol 27
PsW Program stamas DO
SCON Senal port control o8
SBUF Semial port data buffer oo
SP Stack pointer g1
TMOD Tmper'counter mode conirol i
TCON Timer 'counter control g3
TLO Tmmer 0 low byie
THD Tmmer { high byte
1L1 Timer 1 low byte
THI1 Tmmer 1 high byte

A REGISTER (ACCUMULATOR)

Value after Reset

ACC Bit name

bit? bit6 bit§ hitd bitd hit2 bit1 bitd

A register is a general-purpose register used for storing intermediate results obtained during
operation. Prior to executing an instruction upon any number or operand it is necessary to store it
in the accumulator first. All results obtained from arithmetical operations performed by the ALU
are stored in the accumulator. Data to be moved from one register to another must go through the
accumulator. In other words, the A register is the most commonly used register and it is
impossible to imagine a microcontroller without it. More than half instructions used by the 8051
microcontroller use somehow the accumulator.




B REGISTER

Multiplication and division can be performed only upon numbers stored in the A and B registers.
All other instructions in the program can use this register as a spare accumulator (A).
Instructions of multiplication and division can be applied only to operands located in registers

A and B. Other instructions can use this register as a secondary accumulator (A).

0 0 0 0 0 0 0 0 Value after Resat
B | | Bitname
hit? hité hits hitd hit3 hit2 hit1 hit0

During the process of writing a program, each register is called by its name so that their exact addresses
are not of importance for the user. During compilation, their names will be automatically replaced by
appropriate addresses.

R REGISTERS (R0O-R7)
RAM

RO|R1|R2|R3|R4|RS|R6|R7|
10| |Ro[R1|R2|R3|R4|RS|R6|R7

(7]
o
fak
f—
=
-
(4]
s
[ak]
I

This is a common name for 8 general-purpose registers (RO, R1, R2 ...R7). Even though they are
not true SFRs, they deserve to be discussed here because of their purpose. They occupy 4 banks
within RAM. Similar to the accumulator, they are used for temporary storing variables and
intermediate results during operation. Which one of these banks is to be active depends on two
bits of the PSW Register. Active bank is a bank the registers of which are currently used.

The following example best illustrates the purpose of these registers. Suppose it is necessary to
perform some arithmetical operations upon numbers previously stored in the R registers:
(RI+R2) - (R3+R4). Obviously, a register for temporary storing results of addition is needed.
This is how it looks in the program:

MOV A,R3; move number from R3 into accumulator

ADD A,R4; add number from R4 to accumulator (result remains in accumulator)
MOV R5,A; temporarily move the result from accumulator into R5

MOV A,R1; move number from R1 to accumulator

ADD A,R2; add number from R2 to accumulator




SUBB A,R5; Means: subtract number from R5 (there are R3+R4)

PROGRAM STATUS WORD (PSW) REGISTER

0 0 0 0 0 0 Value after Reset

PSW | cv | ac | fFo | RSt | RSO | oV P | Bitname
bit? bit6 bit5 bit4 bit3 bit2 bit1 bito

PSW register is one of the most important SFRs. It contains several status bits that reflect the
current state of the CPU. Besides, this register contains Carry bit, Auxiliary Carry, two register

bank select bits, Overflow flag, parity bit and user-definable status flag.

P - Parity bit. If a number stored in the accumulator is even then this bit will be automatically set
(1), otherwise it will be cleared (0). It is mainly used during data transmit and receive via serial
communication.

- Bit 1. This bit is intended to be used in the future versions of microcontrollers.

OV Overflow occurs when the result of an arithmetical operation is larger than 255 and cannot be
stored in one register. Overflow condition causes the OV bit to be set (1). Otherwise, it will be
cleared (0).

RS0, RS1 - Register bank select bits. These two bits are used to select one of four register banks
of RAM. By setting and clearing these bits, registers R0-R7 are stored in one of four banks of
RAM.

SPACE IN RAM
Bank0 00h-07h
Bank1 08h-0Fh
Bank2 10h-17h

1 1 Bank3 18h-1Fh

FO - Flag 0. This is a general-purpose bit available for use.

AC - Auxiliary Carry Flag is used for BCD operations only.

CY - Carry Flag is the (ninth) auxiliary bit used for all arithmetical operations and shift
instructions.

DATA POINTER REGISTER (DPTR)
DPTR register is not a true one because it doesn't physically exist. It consists of two separate
registers: DPH (Data Pointer High) and (Data Pointer Low). For this reason it may be treated as a




16-bit register or as two independent 8-bit registers. Their 16 bits are primarly used for external
memory addressing. Besides, the DPTR Register is usually used for storing data and
intermediate results.

Value after Reset

| | Bit name
bit6 bit5 bit4 bit3 bit2 bit1 bit0

A value stored in the Stack Pointer points to the first free stack address and permits stack
availability. Stack pushes increment the value in the Stack Pointer by 1. Likewise, stack pops
decrement its value by 1. Upon any reset and power-on, the value 7 is stored in the Stack Pointer,
which means that the space of RAM reserved for the stack starts at this location. If another value
is written to this register, the entire Stack is moved to the new memory location.

PO, P1, P2, P3 - INPUT/OUTPUT REGISTERS

1 1 1 1 1 1 1 1 Value after Reset

PO | po7 | Pos | P05 | Po4 | P03 | P02 | PO | P00 | Bitname
bit7  bit6  bit5  bitd bt biz bt bitd

If neither external memory nor serial communication system are used then 4 ports within total of
32 input/output pins are available for connection to peripheral environment. Each bit within these
ports affects the state and performance of appropriate pin of the microcontroller. Thus, bit logic
state is reflected on appropriate pin as a voltage (0 or 5 V) and vice versa, voltage on a pin
reflects the state of appropriate port bit.

As mentioned, port bit state affects performance of port pins, i.e. whether they will be configured
as inputs or outputs. If a bit is cleared (0), the appropriate pin will be configured as an output,
while if it is set (1), the appropriate pin will be configured as an input. Upon reset and power-on,
all port bits are set (1), which means that all appropriate pins will be configured as inputs.




I/O ports are directly connected to the microcontroller pins. Accordingly, logic state of these
registers can be checked by voltmeter and vice versa, voltage on the pins can be checked by
inspecting their bits.

8051 OSCILLATOR AND CLOCK

The manufacturers make available 8051 designs that can run at specified maximum and
minimum frequencies, typically 1 megahertz to 16 megahertz. Minimum frequencies imply that
some internal memories are dynamic and must always operate above a minimum frequency or
data will be lost. The oscillator formed by the crystal, capacitors and on — chip inverter generates
a pulse train at the frequency of the crystal. The time to execute the instruction is found by using
the expression,

T (inst) = (C * 12) / (crystal frequency)

Presently PHILIPS 8051 flash microcontrollers are working with the double speed of normal
8051 chip (40MHz operation) and\ CYGNAL 8051 series working with a speed of 100
MIPS.
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It must be noted that there are various speed of the 8051 families. Speed refers to the maximum
oscillator frequency connected to XTAL. For example, a 12 MHz chip must be connected to a
crystal with 12MHz frequency or less. Likewise a 20KHz microcontroller requires a crystal
frequency of no more than 20MHz. When the 8051 is connected to a crystal oscillator and is
powered up, we can observe the frequency on the XTAL2 pins using the oscilloscope.
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8051 MICROCONTROLLER POWER CONSUMPTION CONTROL

Generally speaking, the microcontroller is inactive for the most part and just waits for some
external signal in order to takes its role in a show. (This can cause some problems in case
batteries are used for power supply. In extreme cases, the only solution is to set the whole
electronics in sleep mode in order to minimize consumption. A typical example is a TV remote
controller: it can be out of use for months but when used again it takes less than a second to send
a command to TV receiver.) The AT89S53 uses approximately 25mA for regular operation,
which doesn't make it a pover-saving microcontroller. Anyway, it doesn’t have to be always like
that, it can easily switch the operating mode in order to reduce its total consumption to
approximately 40uA. Actually, there are two power-saving modes of operation:Idle and Power
Down.

—A—
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POWER DOVWN mode

IDLE MODE

Upon the IDL bit of the PCON register is set, the microcontroller turns off the greatest power
consumer- CPU unit while peripheral units such as serial port, timers and interrupt system
continue operating normally consuming 6.5mA. In Idle mode, the state of all registers and I/O
ports remains unchanged.

In order to exit the Idle mode and make the microcontroller operate normally, it is necessary to
enable and execute any interrupt or reset. It will cause the IDL bit to be automatically cleared
and the program resumes operation from instruction having set the IDL bit. It is recommended
that first three instructions to execute now are NOP instructions. They don't perform any
operation but provide some time for the microcontroller to stabilize and prevents undesired
changes on the 1/O ports.

POWER DOWN MODE

By setting the PD bit of the PCON register from within the program, the microcontroller is set to

Power down mode, thus turning off its internal oscillator and reduces power consumption
enormously. The microcontroller can operate using only 2V power supply in power- down mode,




while a total power consumption is less than 40uA. The only way to get the microcontroller back
to normal mode is by reset.

While the microcontroller is in Power Down mode, the state of all SFR registers and I/O ports
remains unchanged. By setting it back into the normal mode, the contents of the SFR register is
lost, but the content of internal RAM is saved. Reset signal must be long enough, approximately
10mS, to enable stable operation of the quartz oscillator.

INPUT/OUTPUT PORTS (I/0 PORTS)

All 8051 microcontrollers have 4 I/O ports each comprising 8 bits which can be configured as
inputs or outputs. Accordingly, in total of 32 input/output pins enabling the microcontroller to be
connected to peripheral devices are available for use.

Pin configuration, i.e. whether it is to be configured as an input (1) or an output (0), depends on
its logic state. In order to configure a microcontroller pin as an output, it is necessary to apply a
logic zero (0) to appropriate I/O port bit. In this case, voltage level on appropriate pin will be 0.

Similarly, in order to configure a microcontroller pin as an input, it is necessary to apply a logic
one (1) to appropriate port. In this case, voltage level on appropriate pin will be 5V (as is the
case with any TTL input). This may seem confusing but it becomes clear after studying simple
electronic circuits connected to an I/O pin.

Special Function
4 Registers
(SFRs)

MICROCONTROLLER

Output (0OW)
-

1o Reglister =3
(Port) 7
|

— -
Output Data (0}




INPUT/OUTPUT(1/0O)PIN

Figure above illustrates a simplified schematic of all circuits within the microcontroler connected
to one of its pins. It refers to all the pins except those of the PO port which do not have pull-up
resistors built-in.

vCC
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L] Resistor

Input Data ,/]
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Lrulpul Data
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ourPUT PIN
A logic zero (0) is applied to a bit of the P register. The output FE transistor is turned on, thus
connecting the appropriate pin to ground.

Input Deta @ or 1) _1 S Wnput (V)

'O Register l_
1

{Port)

INPUT PIN
A logic one (1) is applied to a bit of the P register. The output FE transistor is turned off and the
appropriate pin remains connected to the power supply voltage over a pull-up resistor of high
resistance.

Logic state (voltage) of any pin can be changed or read at any moment. A logic zero (0) and
logic one (1) are not equal. A logic one (0) represents a short circuit to ground. Such a pin acts as
an output.

A logic one (1) is “loosely” connected to the power supply voltage over a resistor of high
resistance. Since this voltage can be easily “reduced” by an external signal, such a pin acts as an
input.

PORT 0

The PO port is characterized by two functions. If external memory is used then the lower address
byte (addresses A0-A7) is applied on it.
Otherwise, all bits of this port are configured as inputs/outputs.




The other function is expressed when it is configured as an output.
Unlike other ports consisting of pins with built-in pull-up resistor connected by its end to 5 V
power supply, pins of this port have this resistor left out. This apparently small difference has its

consequences:
Input Data (0 or 1) Input
r _’—<' I AP
a lf“
L

Port 0 |
(l'0 Register)

If any pin of this port is configured as an input then it acts as if it “floats”. Such an input has
unlimited input resistance and indetermined potential.

VoG

External Pull-Up
Resistor

Port O 0
(VO register) |

L=
Output Data {DT‘:

When the pin is configured as an output, it acts as an “open drain”.

By applying logic 0 to a port bit, the appropriate pin will be connected to ground (0V).

By applying logic 1, the external output will keep on “floating”.

In order to apply logic 1 (5V) on this output pin, it is necessary to built in an external pull-up
resistor.

Only in case PO is used for addressing external memory, the microcontroller will provide internal
power supply source in order to supply its pins with logic one. There is no need to add external
pull-up resistors.

PORT 1

P1 is a true I/O port, because it doesn't have any alternative functions as is the case with PO, but
can be cofigured as general I/O only. It has a pull-up resistor built-in and is completely
compatible with TTL circuits.

PORT 2

P2 acts similarly to PO when external memory is used. Pins of this port occupy addresses
intended for external memory chip. This time it is about the higher address byte with addresses
AS8-A15. When no memory is added, this port can be used as a general input/output port showing
features similar to P1.




PORT 3

All port pins can be used as general I/O, but they also have an alternative function. In order to
use these alternative functions, a logic one (1) must be applied to appropriate bit of the P3
register. In tems of hardware, this port is similar to PO, with the difference that its pins have a

pull-up resistor built-in.

PIN'S CURRENT LIMITATIONS

When configured as outputs (logic zero (0)), single port pins can receive a current of 10mA. If
all 8 bits of a port are active, a total current must be limited to 15mA (port PO: 26mA). If all
ports (32 bits) are active, total maximum current must be limited to 7ImA. When these pins are
configured as inputs (logic 1), built-in pull-up resistors provide very weak current, but strong
enough to activate up to 4 TTL inputs of LS series.

8051 MICROCONTROLLER INTERRUPTS

INTERRUPT SERVICE ROUTINE

For every interrupt, there must be an interrupt service routine (ISR). When an interrupt is
invoked, the microcontroller runs the interrupt service routine. For every interrupt, there is a
fixed location in memory that holds the address of its ISR.

Interrupt ROM location P
(HEX)
Fesst 0000 e
External hardware mterrupt 0 (INT 0) 0003
Timer O mterrupt (TF 0) 000B P32(12)
External hardware mrerrupt 1 (INT 1) 0013
Timer 1 mterrupt (TF 1) 1B
Serial COM mterrupt (R1 and T1) 0023

There are five interrupt sources for the 8051, which means that they can recognize 5 different
events that can interrupt regular program execution. Each interrupt can be enabled or disabled by
setting bits of the IE register. Likewise, the whole interrupt system can be disabled by clearing
the EA bit of the same register. Refer to figure below.

- Interrupt




Now, it is necessary to explain a few details referring to external interrupts- INTO and INTT1. If
the ITO and IT1 bits of the TCON register are set, an interrupt will be generated on high to low
transition, i.e. on the falling pulse edge (only in that moment). If these bits are cleared, an
interrupt will be continuously executed as far as the pins are held low.

IE Register (Interrupt Enable )

0 0 0 0 0 0 Value after Reset
|E | EA ET2 | ES | ET1 | EX1 | ETO Bit name
bit7 b6 bits  bitd4  bit3 b2 bitd

EA - global interrupt enable/disable:
0 - disables all interrupt requests.

1 - enables all individual interrupt requests.
ES - enables or disables serial interrupt:
0 - UART system cannot generate an interrupt.
1 - UART system enables an interrupt.
ETI - bit enables or disables Timer 1 interrupt:
0 - Timer 1 cannot generate an interrupt.
1 - Timer 1 enables an interrupt.
EXI - bit enables or disables external 1 interrupt:
0 - change of the pin INTO logic state cannot generate an interrupt.
1 - enables an external interrupt on the pin INTO state change.
ETO - bit enables or disables timer 0 interrupt:
0 - Timer 0 cannot generate an interrupt.
1 - enables timer 0 interrupt.
EXO - bit enables or disables external 0 interrupt:
0 - change of the INT1 pin logic state cannot generate an interrupt.
1 - enables an external interrupt on the pin INT1 state change.

INTERRUPT PRIORITIES

The IP Register (Interrupt Priority Register) specifies which one of existing interrupt sources
have higher and which one has lower priority. Interrupt priority is usually specified at the
beginning of the program. According to that, there are several possibilities:

1. If an interrupt of higher priority arrives while an interrupt is in progress, it will be
immediately stopped and the higher priority interrupt will be executed first.

2. Iftwo interrupt requests, at different priority levels, arrive at the same time then the
higher priority interrupt is serviced first.




. If the both interrupt requests, at the same priority level, occur one after another, the
one which came later has to wait until routine being in progress ends.
. If two interrupt requests of equal priority arrive at the same time then the interrupt to
be serviced is selected according to the following priority list:
I.  External interrupt INTO
II.  Timer O interrupt
External Interrupt INT1
IV.  Timer 1 interrupt
V.  Serial Communication Interrupt
HIGHEST TO LOWEST PRIORITY

. External Interrupt O (INT 0) Highest
. Timer Interrupt 0 (TF 0)
. External Interrupt 1 (INT 1)
Timer Interrupt 1 TF 1)
Serial Communication RI + TI) Lowest
IP Re gister (Interrupt Priority)

The IP register bits specify the priority level of each interrupt (high or low priority).

X X 0 0 0 0 Value after Reset

IP PT2 | PS | PT1 | PXi Bit name
hit7 hit6 hit5 hitd hit3 hit2

PS - Serial Port Interrupt priority bit

1. Priority O
2. Priority 1
PT1 - Timer 1 interrupt priority

1. Priority O
2. Priority 1
PX1 - External Interrupt INT1 priority
1. Priority O
2. Priority 1
PTO - Timer O Interrupt Priority
1. Priority O
2. Priority 1
PXO0 - External Interrupt INTO Priority
1. Priority O
2. Priority 1
Upon reset, the IP register contains all Os, making the priority sequence based on the priority




table. To give a higher priority to any of the interrupts, we make the corresponding bit in the
IP register high. When two or more interrupt bits in the IP register are set to high, those
interrupts having higher priority than others are serviced according to the sequence of the
priority table.Upon receiving an interrupt request, following scenario takes place:

1. Current instruction is executed first.

2. Address of the instruction that would be executed next if there was no interrupt

request is put away to stack.

3. Depending on the interrupt in question, program counter will take value of one of
possible 6 vectors (addresses) according to the table below

Interrupt souarce Vector (address in hex)
3H

0BH

13H

1BH

RI TI. SPIF 23H

TF2, EXF2 2BH

These addresses store appropriate subroutines processing interrupts. Instead of them, there are
usually jump instructions specifying locations on which these subroutines reside.

When an interrupt routine is executed, the address of the next instruction to execute is poped
from the stack to the program counter and interrupted program resumes operation from where it
left off. From the moment an interrupt is enabled, the microcontroller is on alert all the time.
When an interrupt request arrives, the program execution is stopped, electronics recognizes the
source and the program “jumps” to the appropriate address (see the table above). This address
usually stores a jump instruction specifying the start of appropriate subroutine. Upon its
execution, the program resumes operation from where it left off.

RESET
Reset occurs when the RS pin is supplied with a positive pulse in duration of at least 2 machine

cycles (24 clock cycles of crystal oscillator). After that, the microcontroller generates an internal
reset signal which clears all SFRs, except SBUF registers, Stack Pointer and ports (the state of
the first two ports is not defined, while FF value is written to the ports configuring all their pins
as inputs). Depending on surrounding and purpose of device, the RS pin is usually connected to a
power-on reset push button or circuit or to both of them. Figure below illustrates one of the
simplest circuit providing safe power-on reset.




Basically, everything is very simple: after turning the power on, electrical capacitor is being
charged for several milliseconds through a resistor connected to the ground. The pin is driven
high during this process. When the capacitor is charged, power supply voltage is already stable
and the pin remains connected to the ground, thus providing normal operation of the
microcontroller. Pressing the reset button causes the capacitor to be temporarily discharged and
the microcontroller is reset. When released, the whole process is repeated.

Microcontrollers normally operate at very high speed. The use of 12 Mhz quartz crystal enables
1.000.000 instructions to be executed per second. Basically, there is no need for higher operating
rate. In case it is needed, it is easy to built in a crystal for high frequency. The problem arises
when it is necessary to slow down the operation of the microcontroller. For example during
testing in real environment when it is necessary to execute several instructions step by step in
order to check I/O pins' logic state.

Interrupt system of the 8051 microcontroller practically stops operation of the microcontroller
and enables instructions to be executed one after another by pressing the button. Two interrupt
features enable that: Interrupt request is ignored if an interrupt of the same priority level is in
progress. Upon interrupt routine execution, a new interrupt is not executed until at least one
instruction from the main program is executed. In order to use this in practice, the following
steps should be done: External interrupt sensitive to the signal level should be enabled (for
example INTO).

Three following instructions should be inserted into the program (at the 03hex. address):

it}

JNB P32§  <e— Mecans: wait here until the pin P3.2 (INTO) 1s set to “17.
JB P3.2§  -<«— Means: wait here until the pin P3.2 (INT0) 1s set to 0.
RETI <— Mecans: go back to the main program

As soon as the P3.2 pin is cleared (for example, by pressing the button), the microcontroller will
stop program execution and jump to the 03hex address will be executed. This address stores a
short interrupt routine consisting of 3 instructions.

The first instruction is executed until the push button is realised (logic one (1) on the P3.2 pin).
The second instruction is executed until the push button is pressed again. Immediately after that,
the RETT instruction is executed and the processor resumes operation of the main program. Upon
execution of any program instruction, the interrupt INTO is generated and the whole procedure is
repeated (push button is still pressed). In other words, one button press - one instruction.




80SIADDRESSING MODES & INSTRUCTION SET
ADDRESSING MODES

The CPU can access data in various ways. The data could be in a register, or in memory, or to
be provided as an immediate value. These various ways of accessing data are called addressing
modes. The various addressing modes are determined when it is designed and therefore cannot
be changed by the programmer.

8051 ADDRESSING MODES

The 8051 provide a total of five distinct addressing modes. They are:

1. Immediate

2. Direct

3. Register

4. Register indirect

5. Indexed

We can use direct or register indirect addressing modes to access data stored either in RAM
or registers of the 8051.

i. IMMEDIATE ADDRESSING MODE

Immediate addressing is so-named because the value to be stored in memory immediately
follows the operation code in memory. That is to say, the instruction itself dictates what value
will be stored in memory. Immediate data has to be preceded by “#” sign.

For example, the instruction: MOV A, #20H

This instruction uses Immediate Addressing because the Accumulator will be loaded with the
value that immediately follows; in this case 20 (hexadecimal). Immediate addressing is very
fast since the value to be loaded is included in the instruction. However, since the value to be
loaded is fixed at compile-time it is not very flexible.

ii. DIRECT ADDRESSING

In Direct addressing the value to be stored in memory is obtained by directly retrieving it
from another memory location.

For example: MOV A, 30H

This instruction will read the data from the Internal RAM address 30 (hexadecimal) and store
it in the Accumulator.

Also, it is important to note that when using direct addressing any instruction, which refers to
an address between 00h, and 7Fh is referring to Internal Memory. Any instruction, which
refers to an address between 80h and FFh, is referring to the SFR control registers. Direct
addressing is the only method of accessing the special function registers. The lower 128 bytes




of internal RAM are also directly addressable.
iii. REGISTER ADDRESSING

Register addressing accesses the eight working registers (RO - R7) of the selected register
bank. This instruction put the operand in a register and manipulates it by referring to the
register (by name) in the instruction & in this type of instruction the source & destination
registers must match in size.

Example: Mov A, RO ;A ? contents (R0)
Mov R2, A ;R2 ? contents (A)

ADD A, R1 ;A ? contents (A) + contents (R1)

The least significant bit of the instruction op-code indicates which register is to be used.
ACC, B, DPTR and CY, can also be addressed as registers.

iv. REGISTER INDIRECT ADDRESSING

Register indirect addressing is a very powerful addressing mode, which in many cases
provides an exceptional level of flexibility. Indirect addressing is also the only way to access
the extra 128 bytes of Internal RAM found on an 8052.

Indirect addressing appears as follows:

Example: MOV A, @R0

This instruction causes the 8051 to analyze the value of the RO register. The 8051 will then
load the accumulator with the value from Internal RAM, which is found at the address
indicated by RO.

For example, let’s say RO holds the value 40H and Internal RAM address 40H holds the
value 67H. When the above instruction is executed the 8051 will check the value of RO. Since
RO holds 40H the 8051 will get the value out of Internal RAM address 40H (which holds
67H) and store it in the Accumulator. Thus, the Accumulator ends up holding 67H.

Indirect addressing always refers to Internal RAM; it never refers to an SFR. Indirect
addressing only can access the upper half of the internal RAM. Access to the full 64 Kbytes
of external data memory address space is accomplished by using the 16-bit data pointer.
Execution of PUSH and POP instructions also uses register indirect addressing. The stack
may reside anywhere in the internal RAM.

v. INDEX ADDRESSING

Indexed addressing mode is widely used in accessing data elements of look-up table entries
located in the program ROM space of the 8051. Indexed addressing use a register for storing
the pointer and another register for an offset. The Effective address is the sum of base &
offset.




Example:
MOVC A, @A+DPTR ; A ? ext_code_mem [(A + DPTR)]
MOVC A, @A+PC ; A ? ext_code_mem [(A + PC)]

8051 INSTRUCTION SET
The 8051, 8-bit microcontroller family instruction set includes 111 instructions, 49 of which
are single-byte, 45 two-byte and 17 three-byte instructions. The instruction op-code format
consists of a function mnemonic followed by a destination & source operand field. The
instruction set is divided into four functional groups:

1. Data transfer

2. Arithmetic

3. Logic

4. Control transfer

i. DATA TRANSFER INSTRUCTIONS
Data transfer operations are divided into three classes:
I.  General - purpose
II.  Accumulator-specific
III.  Address-object
None of these operations affects the PSW flag settings except a POP or MOV directly to the
PSW.
Examples
MOV A, #45 - Immediate Addressing Mode
MOV A, R1 - Register Addressing Mode
MOYV 45h,A - Direct Addressing Mode
MOYV @R1, 32h - Indirect Addressing Mode

ii. ARITHMETIC INSTRUCTIONS

The MCS-51 family microcontrollers have four basic mathematical operations. Only 8-bit
operations using unsigned arithmetic are supported directly. The overflow flag, however,
permits the addition and subtraction operation to serve for both unsigned and signed binary
integers. Arithmetic can also be performed directly on packed BCD representations.
Examples

ADD A, #84 - Immediate Addressing Mode

SUBB A, R2 - Register Addressing Mode

ADD 73h,A - Direct Addressing Mode

ADDC@R1, 25h - Indirect Addressing Mode

iii. LOGIC INSTRUCTIONS
The MCS-51 family microcontrollers perform basic logic operations on both bit and byte




Operands

BIT LEVEL (SINGLE OPERAND) OPERATIONS

In 8051 internal RAM and SFRs can be addressed by the address of each bit within a byte.
This bit addressing is very convenient when we wish to alter a single bit of a byte. The ability
to operate on individual bits creates the need for an area of RAM that contains data addresses
that hold a single bit. The bit addresses are numbered from 00H to 7FH to represent the 128d
bit addresses that exist from byte addresses 20H to 2FH.
I.  CLR sets A or any directly addressable bit to zero (0).
II.  SETB sets any directly bit-addressable bit to one (1).
CPL is used to complement the contents of the A register without affecting any flag,

IV.  or any directly addressable bit location.

V. RL, RLC, RR, RRC, SWAP are the five operations that can be performed on A. RL,
rotate left, RR, rotate right, RLC, rotate left through carry, RRC, rotate right through
carry, and SWAP, rotate left four. For RLC and RRC the CY flag become equal to
the last bit rotated out. SWAP rotates A left four places to exchange bits 3 through 0
with bits 7 through 4.

BYTE LEVEL (TWO-OPERAND) OPERATIONS

I.  ANL performs bit wise logical AND of two operands (for both bit and byte operands)
and returns the result to the location of the first operand.
II.  ORL performs bit wise logical OR of two source operands (for both bit and byte
operands) and returns the result to the location of the first operand.
XRL performs logical Exclusive OR of two source operands (byte operands) and
returns the result to the location of the first operand.

Example

ANL A, #45h - Immediate Addressing Mode
ORL A, R2 - Register Addressing Mode
XRL 52h, A - Direct Addressing Mode

ANL @R3, 65h - Indirect Addressing Mode

iv. CONTROL TRANSFER INSTRUCTIONS

There are three classes of control transfer operations: unconditional calls, returns, jumps,

conditional jumps, and interrupts. All control transfer operations, some upon a specific
condition, cause the program execution to continue a non-sequential location in program
memory.




Example

CJINE A#22H,loop - Immediate Addressing Mode
DJNZ R1.,loop - Register Addressing Mode

DJNZ 30H,loop - Direct Addressing Mode

JMP @A+DPTR - Indirect Addressing Mode

NOTES ON DATA ADDRESSING MODES

Rn - Working register RO-R7

direct - 128 internal RAM locations, any 1/O port,control or status register

@R - Indirect internal or external RAM location addressed by register RO or R1
#data - 8-bit constant included in instruction

#data 16 - 16-bit constant included as bytes 2 and 3 of instruction

Bit - 128 software flags, any bit-addressable 1/0 pin, control or status bit

A - Accumulator

NOTES ON PROGRAM ADDRESSING MODES:

addr16 - Destination address for LCALL and LIMP may be anywhere within
the 64-Kbyte program memory address space.

addr11 - Destination address for ACALL and AJMP will be within the same 2-
Kbyte page of program memory as the first byte of the following

instruction.

rel - SJMP and all conditional jumps include an 8-bit offset byte. Range is +
127/- 128 bytes relative to the first byte of the following instruction.

Instruction Set of 8051 pc

The process of writing program for the microcontroller mainly consists of giving instructions
(commands) in the specific order in which they should be executed in order to carry out a
specific task.

Types of instructions
Depending on operation they perform, all instructions are divided in several groups:

Arithmetic Instructions

Branch Instructions

Data Transfer Instructions

Logic Instructions

Bit-oriented Instructions
The first part of each instruction, called MNEMONIC refers to the operation an instruction
performs (copy, addition, logic operation etc.). Mnemonics are abbreviations of the name of
operation being executed. The other part of instruction, called OPERAND is separated from




mnemonic by at least one whitespace and defines data being processed by instructions. Some of
the instructions have no operand, while some of them have one, two or three. If there is more
than one operand in an instruction, they are separated by a comma.

Arithmetic instructions

Arithmetic instructions perform several basic operations such as addition, subtraction, division,
multiplication etc. After execution, the result is stored in the first operand.

Mnemonic

ADD A,Rn

ADD A, direct

ADD A,@Ri

ADD A #data

ADDC A,Rn

ADDC A,direct

ADDC A,@Ri

ADDC A #data

SUBB A,Rn

SUBB A, direct

SUBB A,@Ri

SUBB A #data

INC A

INC Rn

ARITHMETIC INSTRUCTIONS

Description Byte

Adds the register to the accumulator

Adds the direct byte to the accumulator

Adds the indirect RAM to the accumulator

Adds the immediate data to the accumulator

Adds the register to the accumulator with a carry flag

Adds the direct byte to the accumulator with a carry flag

Adds the indirect RAM to the accumulator with a carry flag

Adds the immediate data to the accumulator with a carry flag

Subtracts the register from the accumulator with a borrow

Subtracts the direct byte from the accumulator with a borrow

Subtracts the indirect RAM from the accumulator with a borrow

Subtracts the immediate data from the accumulator with a borrow

Increments the accumulator by 1

Increments the register by 1

Cycle




INC Rx Increments the direct byte by 1
INC @Ri Increments the indirect RAM by 1
DEC A Decrements the accumulator by 1
DEC Rn Decrements the register by 1
DEC Rx Decrements the direct byte by 1
DEC @Ri Decrements the indirect RAM by 1
INC DPTR Increments the Data Pointer by 1
MUL AB Multiplies A and B
Divides A by B

Decimal adjustment of the accumulator according to BCD code

Branch Instructions

There are two kinds of branch instructions:

Unconditional jump instructions: upon their execution a jump to a new location from where the
program continues execution is executed.

Conditional jump instructions: a jump to a new program location is executed only if a specified
condition is met. Otherwise, the program normally proceeds with the next instruction.

BRANCH INSTRUCTIONS

Mnemonic Description Byte Cycle
ACALL addrl1 Absolute subroutine call
LCALL addrl6 Long subroutine call
RET Returns from subroutine
RETI Returns from interrupt subroutine

AJMP addrl1 Absolute jump




LIMP addr16 Long jump
SIMP rel Short jump (from —128 to +127 locations relative to the following instruction)
JC rel Jump if carry flag is set. Short jump.
INC rel Jump if carry flag is not set. Short jump.
JB bit,rel Jump if direct bit is set. Short jump.
JBC bit,rel Jump if direct bit is set and clears bit. Short jump.
JMP @A+DPTR Jump indirect relative to the DPTR
JZ rel Jump if the accumulator is zero. Short jump.
INZ rel Jump if the accumulator is not zero. Short jump.
CINE A, direct,rel Compares direct byte to the accumulator and jumps if not equal. Short jump.
CJINE A #data,rel Compares immediate data to the accumulator and jumps if not equal. Short jump.
CJINE Rn,#data,rel Compares immediate data to the register and jumps if not equal. Short jump.
CINE @Ri,#data,rel Compares immediate data to indirect register and jumps if not equal. Short jump.
DIJNZ Rn,rel Decrements register and jumps if not 0. Short jump.
DJNZ Rx,rel Decrements direct byte and jump if not 0. Short jump.

NOP No operation

Data Transfer Instructions

Data transfer instructions move the content of one register to another. The register the content of
which is moved remains unchanged. If they have the suffix “X” (MOVX), the data is exchanged
with external memory.

DATA TRANSFER INSTRUCTIONS

Mnemonic Description Byte Cycle




MOV A,Rn

MOV A, direct

MOV A,@Ri

MOV A, #data

MOV Rn,A

MOV Rn,direct

MOV Rn, #data

MOV direct,A

MOV direct,Rn

MOV direct,direct

MOV direct,@Ri

MOV direct,#data

MOV @Ri,A

MOV @Ri,direct

MOV @Ri,#data

MOV DPTR,#data

Moves the register to the accumulator

Moves the direct byte to the accumulator

Moves the indirect RAM to the accumulator

Moves the immediate data to the accumulator

Moves the accumulator to the register

Moves the direct byte to the register

Moves the immediate data to the register

Moves the accumulator to the direct byte

Moves the register to the direct byte

Moves the direct byte to the direct byte

Moves the indirect RAM to the direct byte

Moves the immediate data to the direct byte

Moves the accumulator to the indirect RAM

Moves the direct byte to the indirect RAM

Moves the immediate data to the indirect RAM

Moves a 16-bit data to the data pointer

MOVC A,@A+DPTR

Moves the code byte relative to the DPTR to the accumulator (address=A+DPTR)

MOVC A,@A+PC Moves the code byte relative to the PC to the accumulator (address=A+PC)

MOVX A,@Ri Moves the external RAM (8-bit address) to the accumulator

MOVX A,@DPTR Moves the external RAM (16-bit address) to the accumulator

MOVX @Ri,A Moves the accumulator to the external RAM (8-bit address)




MOVX @DPTR,A

PUSH direct

POP direct

XCH A,Rn

XCH A, direct

XCH A,@Ri

XCHD A,@Ri

Moves the accumulator to the external RAM (16-bit address)

Pushes the direct byte onto the stack

Pops the direct byte from the stack/td>

Exchanges the register with the accumulator

Exchanges the direct byte with the accumulator

Exchanges the indirect RAM with the accumulator

Exchanges the low-order nibble indirect RAM with the accumulator

Logic Instructions: Logic instructions perform logic operations upon corresponding bits of two
registers. After execution, the result is stored in the first operand.

Mnemonic

ANL A,Rn

ANL A, direct

ANL A,@Ri

ANL A #data

ANL direct,A

ANL direct,#data

ORL A,Rn

ORL A, direct

ORL A,@Ri

ORL direct,A

ORL direct,#data

LOGIC INSTRUCTIONS

Description Byte Cycle

AND register to accumulator

AND direct byte to accumulator

AND indirect RAM to accumulator

AND immediate data to accumulator

AND accumulator to direct byte

AND immediae data to direct register

OR register to accumulator

OR direct byte to accumulator

OR indirect RAM to accumulator

OR accumulator to direct byte

OR immediate data to direct byte




XRL A,Rn Exclusive OR register to accumulator

XRL A,direct Exclusive OR direct byte to accumulator

XRL A,@Ri Exclusive OR indirect RAM to accumulator

XRL A,#data Exclusive OR immediate data to accumulator

XRL direct,A Exclusive OR accumulator to direct byte

XORL direct,#data Exclusive OR immediate data to direct byte

CLR A Clears the accumulator

CPL A Complements the accumulator (1=0, 0=1)

SWAP A Swaps nibbles within the accumulator

Rotates bits in the accumulator left

Rotates bits in the accumulator left through carry

Rotates bits in the accumulator right

Rotates bits in the accumulator right through carry

Bit-oriented Instructions

Similar to logic instructions, bit-oriented instructions perform logic operations. The difference is
that these are performed upon single bits.

BIT-ORIENTED INSTRUCTIONS

Mnemonic Description

CLRC Clears the carry flag

CLR bit Clears the direct bit

SETB C Sets the carry flag




SETB bit Sets the direct bit

CPLC Complements the carry flag

CPL bit Complements the direct bit

ANL C,bit AND direct bit to the carry flag

ANL C,/bit AND complements of direct bit to the carry flag

ORL C,bit OR direct bit to the carry flag

ORL C,/bit OR complements of direct bit to the carry flag

MOV C,bit Moves the direct bit to the carry flag

MOV bit,C Moves the carry flag to the direct bit

Description of all 8051 instructions

Here is a list of the operands and their meanings:

A -accumulator;

Rn - is one of working registers (R0-R7) in the currently active RAM memory bank;
Direct - is any 8-bit address register of RAM. It can be any general-purpose register or a
SFR (I/0 port, control register etc.);

@R - is indirect internal or external RAM location addressed by register RO or R1;
#data - is an 8-bit constant included in instruction (0-255);

#datal6 - is a 16-bit constant included as bytes 2 and 3 in instruction (0-65535);

addr16 - is a 16-bit address. May be anywhere within 64KB of program memory;
addrl11 - is an 11-bit address. May be within the same 2KB page of program memory as
the first byte of the following instruction;

rel - is the address of a close memory location (from -128 to +127 relative to the first

byte of the following instruction). On the basis of it, assembler computes the value to add
or subtract from the number currently stored in the program counter;

bit - is any bit-addressable I/O pin, control or status bit; and
C - is carry flag of the status register (register PSW).




8051 ASSEMBLY LANGUAGE PROGRAMMING TOOLS
ACALL addrl1 - Absolute subroutine call
addrl1: Subroutine address

Description: Instruction unconditionally calls a subroutine located at the specified code address.
Therefore, the current address and the address of called subroutine must be within the same 2K
byte block of the program memory, starting from the first byte of the instruction following
ACALL.

Syntax: ACALL[subroutinename]
STATUS register flags: No flags are affected.

EXAMPLE:

Before execution: PC=0123h
After execution: PC=0345h

ADD A,Rn - Adds the register Rn to the accumulator

A: accumulator, Rn: any R register (R0-R7)

Description: Instruction adds the register Rn (R0-R7) to the accumulator. After addition, the
result is stored in the accumulator.

Syntax: ADD A,Rn;

STATUS register flags: C, OV and AC

EXAMPLE:

(Label)

Before execution: A=2Eh (46 dec.) R4=12h (18 dec.)
After execution: A=40h (64 dec.) R4=12h

ADD A,@Ri - Adds the indirect RAM to the accumulator
A: accumulator, Ri: Register RO or R1




Description: Instruction adds the indirect RAM to the accumulator. Address of indirect RAM is
stored in the Ri register (RO or R1). After addition, the result is stored in the accumulator.
Syntax: ADD A,@Ri

STATUS register flags: C, OV and AC

EXAMPLE:

(Label)

Register address: SUM = 4Fh RO=4Fh
Before execution: A= 16h (22 dec.) SUM= 33h (51 dec.)
After execution : A=49%h (73 dec.)

ADD A, direct - Adds the direct byte to the accumulator

A: accumulator, Direct: Arbitrary register with address 0 - 255 (0 - FFh)

Description: Instruction adds the direct byte to the accumulator. As it is direct addressing, the
direct can be any SFR or general-purpose register with address 0-7 Fh. The result is stored in the
accumulator.

Syntax: ADD A, register name

STATUS register flags: C, OV and AC

EXAMPLE:

(Label)

Before execution: SUM= 33h (51 dec.) A= 16h (22 dec.)
After execution: SUM= 33h (73 dec.) A=49h (73 dec.)

ADDC A,Rn - Adds the register to the accumulator with a carry flag

A: accumulator, Rn: any R register (R0-R7)

Description: Instruction adds the accumulator with a carry flag and Rn register (R0-R7). After
addition, the result is stored in the accumulator.

Syntax: ADDC A,Rn

STATUS register flags: C, OV and AC




EXAMPLE:

0122
0123 (Label) ADDC A,RO
0124

Before execution: A= C3h (195 dec.) RO= AAh (170 dec.) C=1
After execution: A= 6Eh (110 dec.) AC=0, C=1, OV=1

ADD A #data - Adds the immediate data to the accumulator

A: accumulator, Data: constant within 0-255 (0-FFh)

Description: Instruction adds data (0-255) to the accumulator. After addition, the result is stored
in the accumulator.

Syntax: ADD A #data;

STATUS register flags: C, OV and AC

EXAMPLE:

0122 .-
0123 (Label)

0l1lz4

Before execution: A= 16h (22 dec.)
After execution: A=49h (73 dec.)

ADDC A, direct - Adds the direct byte to the accumulator with a carry flag

A: accumulator, Direct: arbitrary register with address 0-255 (0-FFh)

Description: Instruction adds the direct byte to the accumulator with a carry flag. As it is direct
addressing, the register can be any SFRs or general purpose register with address 0-7Fh (0-
127dec.). The result is stored in the accumulator.

Syntax: ADDC A, register address;

STATUS register flags: C, OV and AC

EXAMPLE:

0122 50 c
0123 (Label) ADDC A, TEMP
0124

Before execution: A= C3h (195 dec.) TEMP = AAh (170 dec.) C=1
After execution: A= 6Eh (110 dec.) AC=0, C=1, OV=1




ADDC A,@Ri - Adds the indirect RAM to the accumulator with a carry flag

A: accumulator, Ri: Register RO or R1

Description: Instruction adds the indirect RAM to the accumulator with a carry flag. RAM
address is stored in the Ri register (RO or R1). After addition, the result is stored in the
accumulator.

Syntax: ADDC A,@Ri

STATUS register flags: C, OV and AC

EXAMPLE:

0122 ...
0123 (Label) ADDC A, QRO
0124

Register address: SUM = 4Fh RO=4Fh
Before execution: A= C3h (195 dec.) SUM = AAh (170 dec.) C=1
After execution: A= 6Eh (110 dec.) AC=0, C=1, OV=1

ADDC A #data - Adds the immediate data to the accumulator with a carry flag
A: accumulator, Data: constant with address 0-255 (0-FFh)
Description: Instruction adds data (0-255) to the accumulator with a carry flag. After addition,
the result is stored in the accumulator.
Syntax: ADDC A #data;
STATUS register flags: C, OV and AC
EXAMPLE:
0122

0123 (Label)
0124

Before execution: A= C3h (195 dec.) C=1
After execution: A= 6Dh (109 dec.) AC=0, C=1, OV=1

AJMP addrl1 - Absoulte jump
addrl1: Jump address

Description: Program continues execution after executing a jump to the specified address.
Similar to the ACALL instruction, the jump must be executed within the same 2K byte block of
program memory starting from the first byte of the instruction following AJMP.

Syntax: AJMP address (label)

STATUS register flags: No flags are affected




EXAMPLE:

(Label) AITMP

Before execution: PC=0345h SP=07h
After execution: PC=0123h SP=09%h

ANL A,Rn - AND register to the accumulator

A: accumulator, Rn: any R register (R0O-R7)

Description: Instruction performs logic AND operation between the accumulator and Rn register.
The result is stored in the accumulator.

Syntax: ANL A,Rn

STATUS register flags: No flags are affected

EXAMPLE:

Before execution: A= C3h (11000011 Bin.)
R5=55h (01010101 Bin.)
After execution: A=41h (01000001 Bin.)

ANL A, direct - AND direct byte to the accumulator
A: accumulator, Direct: arbitrary register with address 0 - 255 (0 - FFh)
Description: Instruction performs logic AND operation between the accumulator and drect

register. As it is direct addressing, the register can be any SFRs or general-purpose register with
address 0-7Fh (0-127 dec.). The result is stored in the accumulator.

Syntax: ANL A,direct

STATUS register flags: No flags are affected

EXAMPLE:

(Label) ANL A, MASK

Before execution: A= C3h (11000011 Bin.)
MASK=55h (01010101 Bin.)
After execution: A=41h (01000001 Bin.)




ANL A,@Ri - AND indirect RAM to the accumulator

A: accumulator, Ri: Register RO or R1

Description: Instruction performs logic AND operation between the accumulator and register. As
it is indirect addressing, the register address is stored in the Ri register (RO or R1). The result is
stored in the accumulator.

Syntax: ANL A,@Ri

STATUS register flags: No flags are affected

EXAMPLE:

(Label) ANL A, RRO

Register address SUM = 4Fh R0=4Fh
Before execution: A= C3h (11000011 Bin.)
RO=55h (01010101 Bin.)

After execution: A=41h (01000001 Bin.)

ANL A, #data - AND immediate data to the accumulator

A: accumulator, Data: constant in the range of 0-255 (0-FFh)

Description: Instruction performs logic AND operation between the accumulator and data. The
result is stored in the accumulator.

Syntax: ANL A #data

STATUS register flags: No flags are affected

EXAMPLE:

(Labela)

Beforeexecution:A=C3h(11000011Bin.)
After execution: A=41h (01000001 Bin.)

ANL direct,A - AND accumulator to direct byte

Direct: arbitrary register with address 0-255 (0-FFh), A: accumulator

Description: Instruction performs logic AND operation between direct byte and accumulator. As
it is direct addressing, the register can be any SFRs or general-purpose register with address 0-
7Fh (0-127 dec.). The result is stored in the direct byte.

Syntax: ANL register address,A

STATUS register flags: No flags are affected.




EXAMPLE:

(Label)

Before execution: A= C3h (11000011 Bin.)
MASK=55h (01010101 Bin.)
After execution: MASK=41h (01000001 Bin.)

ANL direct,#data - AND immediate data to direct byte

Direct: Arbitrary register with address 0 - 255 (0 - FFh), Data: constant in the range between 0-
255 (0-FFh)

Description: Instruction performs logic AND operation between direct byte and data. As it is
direct addressing, the register can be any SFRs or general-purpose register with address 0-7Fh
(0-127 dec.). The result is stored in the direct byte.

Syntax: ANL register address ,#data

STATUS register flags: No flags are affected

EXAMPLE:

(Label) MASK, #C3h

Before execution: X= C3h (11000011 Bin.) MASK= 55h (01010101 Bin.) After execution:
MASK=41h (01000001 Bin.)

ANL C,bit - AND direct bit to the carry flag
C: Carry flag, Bit: any bit of RAM
Description: Instruction performs logic AND operation between the direct bit and the carry flag.

BIT C C AND BIT




Syntax: ANL C, bit address
STATUS register flags: C

EXAMPLE:

(Label) ANL C,ACC.7

Before execution: ACC=43h (01000011 Bin.) C=1
After execution: ACC=43h (01000011 Bin.) C=0

ANL C,/bit - AND complements of direct bit to the carry flag

C: carry flag, Bit: any bit of RAM

Description: Instruction performs logic AND operation between inverted addressed bit and the
carry flag. The result is stored in the carry flag.

T BIT  C  CANDBIT

1

1
0 0

0 1

Syntax: ANL C,/[bit address]
STATUS register flags: No flags are affected

EXAMPLE:

Qa2
0223 (Label) ANL  C,/ACC.7
0224

Before execution: ACC=43h (01000011 Bin.) C=1
After execution: ACC=43h (01000011 Bin.) C=1




CJINE A.direct,rel - Compares direct byte to the accumulator and jumps if not equal

A: accumulator, Direct: arbitrary register with address 0-255 (0-FFh), addr: jump address
Description: Instruction first compares the number in the accumulator with the directly addressed
byte. If they are equal, the program proceeds with execution. Otherwise, a jump to the specified
address will be executed. This is a short jump instruction, which means that the address of a new
location must be relatively near the current one (-128 to +127 locations relative to the first
following instruction).

Syntax: CJNE A, direct,[jump address]

STATUS register flags: C

EXAMPLE:

(Label) A, MAX, JUMP1

Before execution: PC=0145h A=27h
After execution: if MAX#27: PC=0123h
If MAX=27: PC=0146h

CJINE A #data,rel - Compares immediate data to the accumulator and jumps if not equal

A: accumulator, Data: constant in the range of 0-255 (0-FFh)

Description: Instruction first compares the number in the accumulator with the immediate data. If
they are equal, the program proceeds with execution. Otherwise, a jump to the specified address
will be executed. This is a short jump instruction, which means that the address of a new location
must be relatively near the current one (-128 to +127 locations relative to the first following
instruction).

Syntax: CJNE A,X,[jump address]

STATUS register flags: C

EXAMPLE:

CINE A, 33, JUMPZ2

v




Before execution: PC=0445h
After execution: If A#33: PC=0423h
If A=33: PC=0446h

CJINE Rn,#data,rel - Compares immediate data to the register Rn and jumps if not equal

Rn: Any R register (R0-R7), Data: Constant in the range of 0 - 255 (0-FFh), addr: Jump address
Description: Instruction first compares immediate data to the register Rn. If they are equal, the
program proceeds with execution. Otherwise, a jump to the specified address will be executed.
This is a short jump instruction, which means that the address of a new location must be
relatively near the current one (-128 to + 127 locations relative to the first following instruction).
Syntax: CJNE Rn,data,[jump address]

STATUS register flags: C

EXAMPLE:

0345 (Label) CJINE
0346
Before execution: PC=0345h

After execution: If R5#44h: PC=0323h
If R5=44h: PC=0346h
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CJNE @Ri,#data,rel - Compares immediate data to indirectly addressed register and jumps if not
equal

Ri: Register RO or R1, Data: Constant in the range of 0 - 255 (0-FFh)

Description: This instruction first compares immediate data to indirectly addressed register. If
they are equal, the program proceeds with execution. Otherwise, a jump to the specified address
in the program will be executed. This is a short jump instruction, which means that the address of
a new location must be relatively near the current one (-128 to +127 locations relative to the next
instruction).

Syntax: CJNE @Ri,data,[jump address]

STATUS register flags: C




EXAMPLE:

0346

Before execution: Register Address SUM=F3h
PC=0345h RO=F3h

After execution: If SUM#44h: PC=0323h

If SUM=44h: PC=0346h

CLR A - Clears the accumulator

A: accumulator

Description: Instruction clears the accumulator.
Syntax: CLR A

STATUS register flags: No flags are affected.
EXAMPLE:

0822
0323
0324

After execution: A=0

CLR C - clears the carry flag

C: Carry flag

Description: Instruction clears the carry flag.
Syntax: CLR C

STATUS register flags: C

EXAMPLE:

OB 22
OB 23
0324

After execution: C=0

CLR bit - clears the direct bit
Bit: any bit of RAM

Description: Instruction clears the specified bit.

@RO, 44, JUMPA4

\J




Syntax: CLR [bit address];

Bytes: 2 (instruction code, bit address);
STATUS register flags: No flags are affected.
EXAMPLE:

0322
0323
0324

Before execution: P0.3=1 (input pin)
After execution: P0.3=0 (output pin)

CPL A - Complements the accumulator

A: accumulator

Description: Instruction complements all the bits in the accumulator (1==>0, 0==>1).
Syntax: CPL A

STATUS register flags: No flags are affected.

EXAMPLE:

0322
0323
0324

Before execution: A= (00110110)
After execution: A= (11001001)

CPL bit - Complements the direct bit

Bit: any bit of RAM

Description: Instruction complements the specified bit of RAM (0=>1, 1=>0).
Syntax: CPL [bit address]

STATUS register flags: No flags are affected

EXAMPLE:

Before execution: P0.3=1 (input pin)
After execution: P0.3=0 (output pin)




CPL C - Complements the carry flag

C: Carry flag

Description: Instruction complements the carry flag (0==>1, 1==>0).
Syntax: CPL C

STATUS register flags: C

EXAMPLE:

Before execution: C=1
After execution: C=0

DA A - Decimal adjust accumulator

A: accumulator

Description: Instruction adjusts the contents of the accumulator to correspond to a BCD number
after two BCD numbers have been added by the ADD and ADDC instructions. The result in
form of two 4-digit BCD numbers is stored in the accumulator.

Syntax: DA A

STATUS register flags: C

EXAMPLE:

0322
0323 A, B
0324 DA A

Before execution: A=56h (01010110) 56 BCD

B=67h (01100111) 67BCD

After execution: A=BDh (10111101)

After BCD conversion: A=23h (00100011), C=1 (Overflow) (C+23=123) = 56+67

DEC A - Decrements the accumulator by 1

Description: Instruction decrements the value in the accumulator by 1. If there is a 0 in the
accumulator, the result of the operation is FFh. (255 dec.)

Syntax: DEC A

STATUS register flags: No flags are affected

EXAMPLE:

o322
o323
0324

Before execution: A=E4h
After execution: A=E3h




DEC Rn - Decrements the register Rn by 1

Description: Instruction decrements the value in the Rn register by 1. If there is a 0 in the
register, the result of the operation will be FFh. (255 dec.)

Syntax: DEC Rn

STATUS register flags: No flags are affected

EXAMPLE:

0322
0323
0324

Before execution: R3=B0h
After execution: R3=AFh

DEC direct - Decrements the direct byte by 1

Direct: arbitrary register with address 0-255 (0-FFh)

Description: Instruction decrements the value of directly addressed register by 1. As it is direct
addressing, the register must be within the first 255 locations of RAM. If there is a 0 in the
register, the result will be FFh.

Syntax: DEC [register address]

STATUS register flags: No flags are affected

EXAMPLE:

0322
0323
0324

Before execution: CNT=0
After execution: CNT=FFh

DIV AB - Divides the accumulator by the register B

A: accumulator, B: Register B

Description: Instruction divides the value in the accumulator by the value in the B register. After
division the integer part of result is stored in the accumulator while the register contains the
remainder. In case of dividing by 1, the flag OV is set and the result of division is unpredictable.
The 8-bit quotient is stored in the accumulator and the 8-bit remainder is stored in the B register.
Syntax: DIV AB

STATUS register flags: C, OV




EXAMPLE:

0222
0223
0224

Before execution: A=FBh (251dec.) B=12h (18 dec.)
After execution: A=0Dh (13dec.) B=11h (17dec.) 13-18 + 17 =251

DEC @Ri - Decrements the indirect RAM by 1

Ri: Register RO or R1

Description: This instruction decrements the value in the indirectly addressed register of RAM
by 1. The register address is stored in the Ri register (RO or R1). If there is a 0 in the register, the
result will be FFh.

Syntax: DEC @Ri

STATUS register flags: No flags are affected

EXAMPLE:

0222
0223
0224

Register Address CNT = 4Fh RO=4Fh
Before execution: CNT=35h
After execution: CNT= 34h

DIJNZ direct,rel - Decrements direct byte by 1 and jumps if not 0

Direct: arbitrary register with address 0-255 (0-FFh), addr: Jump address.

Description: This instruction first decrements value in the register. If the result is 0, the program
proceeds with execution. Otherwise, a jump to the specified address in the program will be
executed. As it is direct addressing, the register must be within the first 255 locations of RAM.
This is a short jump instruction, which means that the address of a new location must be
relatively near the current one (-128 to +127 locations relative to the first following instruction).
Syntax: DINZ direct,[jump address]

STATUS register flags: No flags are affected

EXAMPLE:

———
H

"
[
CNT, LABEI.1
H
"




Before execution: PC=0445h
After execution: If CNT#0: PC=0423h
If CNT=0: PC=0446h

DJNZ Rn,rel - Decrements the Rn register by 1 and jumps if not 0

Rn: any R register (R0-R7), addr: jump address

Description: This instruction first decrements the value in the Rn register. If the result is 0, the
program proceeds with execution. Otherwise, a jump to the specified address in the program will
be executed. This is a short jump instruction, which means that the address of a new location
must be relatively near the current one (- 128 to +127 locations relative to the first following
instruction).

Syntax: DJINZ Rn, [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

0445 (Label)
0446

Before execution: PC=0445h
After execution: If R1#0: PC=0423h
If R1=0: PC=0446h

INC Rn - Increments the Rn register by 1

Rn: any R register (R0-R7)

Description: Instruction increments the value in the Rn register by 1. If the register includes the
number 255, the result of the operation will be 0.

Syntax: INC Rn

STATUS register flags: No flags are affected

EXAMPLE:

0322
0323 INC
0324

Before execution: R4=18h
After execution: R4=19h




INC A - Increments the accumulator by 1

A: accumulator

Description: This instruction increments the value in the accumulator by 1. If the accumulator
includes the number 255, the result of the operation will be 0.

Syntax: INC A

STATUS register flags: No flags are affected

EXAMPLE:

Before execution: A=E4h
After execution: A=E5h

INC @R - Increments the value of indirectly addressed register of RAM by 1

Ri: Register RO or R1

Description: This instruction increments the value in the directly addressed register of RAM by
1. The register address is stored in the Ri Register (RO or R1). If register includes the number
255, the result of the operation will be 0.

Syntax: INC @Ri

STATUS register flags: No flags are affected

EXAMPLE:

(Label)

Register Address CNT = 4Fh
Before execution: CNT=35h R1=4Fh
After execution: CNT=36h

INC direct - Increments the direct byte by 1

Direct: arbitrary register with address 0-255 (0-FFh)

Description: Instruction increments the direct byte by 1. If the register includes the number 255,
the result of the operation will be 0. As it is direct addressing, the register must be within the first
255 RAM locations.

Syntax: INC direct

STATUS register flags: No flags are affected

EXAMPLE:




Before execution: CNT=33h
After execution: CNT=34h

JB bit,rel - Jump if direct bit is set

addr: Jump address, Bit: any bit of RAM

Description: If the bit is set, a jump to the specified address will be executed. Otherwise, if the
value of bit is 0, the program proceeds with the next instruction. This is a short jump instruction,
which means that the address of a new location must be relatively near the current one (-128 to +
127 locations relative to the first following instruction).

Syntax: JB bit, [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

(Label) PO.5, PUSH BUTTON

0345 PUSH BUTTON
0346

Before execution: PC=0323h
After execution: If P0.5=0;: PC=0324h
If PO.5=1: PC=0345h

INC DPTR - Increments the Data Pointer by 1

DPTR: Data Pointer

Description: Instruction increments the value of the 16-bit data pointer by 1. This is the only 16-
bit register upon which this operation can be performed.

Syntax: INC DPTR

STATUS register flags: No flags are affected

EXAMPLE:

0222
0223
0224

Before execution: DPTR = 13FF (DPH = 13h DPL = FFh)
After execution: DPTR = 1400 (DPH = 14h DPL = 0)




JC rel - Jump if carry flag is set

addr: Jump address

Description: Instruction first checks if the carry flag is set. If set, a jump to the specified address
is executed. Otherwise, the program proceeds with the next instruction. This is a short jump
instruction, which means that the address of a new location must be relatively near the current
one (-129 to + 127 locations relative to the first following instruction).

Syntax: JC [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

(Label) JC

Before instruction: PC=0323h
After instruction: If C=0: PC=0324h
If C=1: PC=0345h

JBC bit,rel - Jump if direct bit is set

Bit: any bit of RAM, addr: Jump Address

Description: This instruction first checks if the bit is set. If set, a jump to the specified address is
executed and the bit is cleared. Otherwise, the program proceeds with the first following
instruction. This is a short jump instruction, which means that the address of a new location must
be relatively near the current one (-129 to + 127 locations relative to the first following
instruction).

Syntax: JBC bit, [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

(Label) TESTO0.4, JUMP33

JUMP33




Before execution: PC=0323h
After execution: If TEST0.4=1: PC=0345h, TEST0.4=0
If TEST0.4=0: PC=0324h, TESTO0,4=0

JNB bit,rel - Jump if direct bit is not set

addr: Jump address, Bit: any bit of RAM

Description: If the bit is cleared, a jump to the specified address will be executed. Otherwise, if
the bit value is 1, the program proceeds with the first following instruction. This is a short jump
instruction, which means that the address of a new location must be relatively near the current
one (-129 to + 127 locations relative to the first following instruction).

Syntax: JNB bit,[jump address]

Bytes: 3 (instruction code, bit address, jump address)

STATUS register flags: No flags are affected

EXAMPLE:

(Label) FP0O.5, PUSH BUTTON

PUSH BUTTON

Before execution: PC=0323h

After execution: If P0.5=1: PC=0324h

If P0.5=0: PC=0345h

JMP @A-+DPTR - Jump indirect relative to the DPTR

A: accumulator, DPTR: Data Pointer

Description: This instruction causes a jump to the address calculated by adding value stored in
the accumulator to the 16-bit number in the DPTR Register. It is used with complex program
branching where the accumulator affects jump address, for example when reading a table.
Neither accumulator nor DPTR register are affected.

Syntax: JMP @A+DPTR

STATUS register flags: No flags are affected

EXAMPLE:

LABELS3




Before execution: PC=223 DPTR=1400h

After execution: PC = 1402h if A=2

PC = 1404h if A=4

PC = 1406h if A=6

Note: As instructions AJMP LABELS occupy two locations each, the values in the accumulator
specifying them must be different from each other by 2.

JNZ rel - Jump if accumulator is not zero

addr: Jump Address

Description: This instruction checks if the value stored in the accumulator is 0. If not, a jump to
the specified address will be executed. Otherwise, the program proceeds with the first following
instruction. This is a short jump instruction, which means that the address of a new location must
be relatively near the current one (-129 to + 127 locations relative to the first following
instruction).

Syntax: JNZ [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

(Label)

Before execution: PC=0323h
After execution: If A=0: PC=324h
If A#0: PC=283h

JNC rel - Jump if carry flag is not set

addr: Jump Address

Description: This instruction first checks whether the carry flag is set. If not, a jump to the
specified address will be executed. Otherwise, the program proceeds with the first following
instruction. This is a short jump instruction, which means that the address of a new location must
be relatively near the current one (-129 to + 127 locations relative to the first following
instruction).

Syntax: JNC [jump address]

STATUS register flags: No flags are affected

EXAMPLE:




0360 LAB4

Before execution: PC=0323h
After execution: If C=0: PC=360h
If C=1: PC=324h

LCALL addr16 - Long subroutine call

addr16: Subroutine Address

Description: This instruction unconditionally calls a subroutine located at the specified address.
The current address and the start of the subroutine called can be located anywhere within the
memory space of 64K.

Syntax: LCALL [subroutine name]

STATUS register flags: No flags are affected

EXAMPLE:

(Label) LCALL SUBRTN 0124

1234 SUBRTN

Before execution: PC=0123h
After execution: PC=1234h

JZ rel - Jump if accumulator is zero

addr: Jump Address

Description: The instruction checks whether the value stored in the accumulator is 0. If yes, a
jump to the specified address will be executed. Otherwise, the program proceeds with the
following instruction. This is a short jump instruction, which means that the address of a
new location must be relatively near the current one (-129 to + 127 locations relative to the first
following instruction).

Syntax: JZ [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

(Label)




Before execution: PC=0323h
After execution: If AO: PC=324h
If A=0: PC=283h

MOV A,Rn - Moves the Rn register to the accumulator

Rn: any R register (R0-R7), A: accumulator

Description: The instruction moves the Rn register to the accumulator. The Rn register is not
affected.

Syntax: MOV A,Rn

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label) MOV A,R3
0125

Before execution: R3=58h
After execution: R3=58h A=58h

LIJMP addr16 - Long jump

addr16: jump address

Description: Instruction causes a jump to the specified 16-bit address.
Syntax: LIMP [jump address]

STATUS register flags: No flags are affected

EXAMPLE:

(Label) LIMP JUMP33

hssmssnamnnn

|

Before execution: PC=0123h
After execution: PC=1234h

MOV A,@Ri - Moves the indirect RAM to the accumulator
Ri: Register RO or R1, A: accumulator

Description: Instruction moves the indirectly addressed register of RAM to the accumulator. The
register address is stored in the Ri register (RO or R1). The result is stored in the accumulator.
The register is not affected.




Syntax: MOV A,@Ri
STATUS register flags: No flags are affected
EXAMPLE:

0123
0124 (Label)
0125

Register Address SUM=F2h RO0=F2h
Before execution: SUM=58h
After execution: A=58h SUM=58h

MOV A direct - Moves the direct byte to the accumulator

Direct: arbitrary register with address 0-255 (0-FFh), A: accumulator

Description: Instruction moves the direct byte to the accumulator. As it is direct addressing, the
register can be any SFRs or general-purpose register with address 0-7Fh. (0-127 dec.). After
executing the instruction, the register is not affected.

Syntax: MOV A, direct

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124
0125

Before execution: Rx=68h
After execution: Rx=68h A=68h

MOV Rn,A - Moves the accumulator to the Rn register

Rn: any R register (R0-R7), A: accumulator

Description: Instruction moves the accumulator to the Rn register. The accumulator is not
affected.

Syntax: MOV Rn,A

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label)
0125

Before execution: A=58h
After execution: R3=58h A=58h




MOV A #data - Moves the immediate data to the accumulator

A: accumulator

Data: Constant in the range of 0-255 (0-FFh)

Desription: Instruction moves the immediate data to the accumulator.
Syntax: MOV A #data;

STATUS register flags: No flags are affected;

EXAMPLE:

0123
0124 (Label) MOV A,#28
0125

After execution: A=28h

MOV Rn,#data - Moves the immediate data to the Rn register

Rn: any R register (R0-R7) Data: Constant in the range of 0-255 (0-FFh)
Description: Instruction moves the immediate data to the Rn register.
Syntax: MOV Rn,#data

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label) MOV R5, #32
0125

After execution: R5=32h

MOV Rn,direct - Moves the direct byte to the Rn register

Rn: Any R registar (R0-R7), Direct: arbitrary register with address 0-255 (0-FFh)
Description: Instruction moves the direct byte to the Rn register. As it is direct addressing, the
register can be any SFRs or general-purpose register with address 0-7Fh. (0-127 dec.). After
executing the instruction, the register is not affected.

Syntax: MOV Rn,direct

STATUS register flags: No flags are affected

EXAMPLE:

(Label) MOV  R3,SUM




Before execution: SUM=58h
After execution: SUM=58h R3=58h

MOV direct,Rn - Moves the Rn register to the direct byte

Rn: any R register (R0-R7), Direct: arbitrary register with address 0-255(0-FFh)

Description: Instruction moves the Rn register to the direct byte. As it is direct addressing, the
register can be any SFRs or general-purpose register with address 0-7Fh. (0-127 dec.). After
executing the instruction, the register is not affected.

Syntax: MOV direct,Rn

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label) MOV CIF, R3
0125

Before execution: R3=18h
After execution: R3=18h CIF=1&8h

MOV direct,A - Moves the accumulator to the direct byte
Direct: arbitrary register with address 0-255 (0 - FFh), A: accumulator

Description: Instruction moves the accumulator to the direct byte. As it is direct
addressing, the register can be any SFRs or general-purpose register with address
0-7Fh. (0-127 dec.). After executing the instruction, the register is not affected.
Syntax: MOV direct,A

STATUS register flags: No flags are affected

EXAMPLE:

0723
0724 (Label)
0725

Before execution: A=98h
After execution: A=98h REG=98h

MOV direct,@Ri - Moves the indirect RAM to the direct byte

Direct: arbitrary register with address 0-255 (0 - FFh), Ri: Register RO or R1

Description: Instruction moves the indirectly adressed register of RAM to the direct byte. The
register is not affected.

Syntax: MOV direct,@Ri

STATUS register flags: No flags are affected




EXAMPLE:

0123
0124 (Label)
0125

Register Address SUM=F3
Before execution: SUM=58h R1=F3
After execution: SUM=58h TEMP=58h

MOV directl,direct2 - Moves the direct byte to the direct byte

Direct: Arbitrary register with address 0-255 (0-FFh), Direct: Arbitrary register with address 0-
255 (0-FFh)

Description: Instruction moves the direct byte to another direct byte. As it is direct addressing,
both registers can be any SFRs or general-purpose registers with address 0-7Fh. (0-127 dec.).
The directl is not affected.

Syntax: MOV directl,direct2

STATUS register flags: No flags are affected.

EXAMPLE:

0223
0224 (Label) SUM, TEMP
0225

Before execution: TEMP=58h
After execution: TEMP=58h SUM=58h

MOV @R1i,A - Moves the accumulator to the indirect RAM

A: accumulator, Ri: register RO or R1

Description: Instruction moves the accumulator to the indirectly addressed register of RAM. The
register address is stored in the Ri register (RO or R1). After executing the instruction, the
accumulator is not affected.

Syntax: MOV @Ri,A

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label) MOV @RO, A
0125

Register Address SUM=F2h
Before execution: RO=F2h A=58h
After execution: SUM=58h A=58h




MOV direct,#data - Moves the immediate data to the direct byte

Direct: Arbitrary register with address 0-255 (0-FFh), Data: Constant in the range of 0-255 (0-
FFh)

Description: Instruction moves the immediate data to the direct byte. As it is direct addressing,
the direct byte can be any SFRs or general-purpose register with address 0-7Fh. (0-127 dec.).
Syntax: MOV direct,#data

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 TEMP, #22
0125

After execution;: TEMP=22h

MOV @Ri,#data - Moves the immediate data to the indirect RAM

Ri: Register RO or R1, Data: Constant in the range of 0-255 (0-FFh)

Description: Instruction moves the immediate data to the idirectly addressed register of RAM.
The register address is stored in the Ri register (RO or R1).

Syntax: MOV @Ri,#data

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label) MOV @R1, #44
0125

Register address TEMP=E2h
Before execution: R1=E2h
After execution: TEMP=44h

MOV @Ri,direct - Moves the direct byte to the indirect RAM

Direct: Arbitrary register with address 0-255 (0-FFh), Ri: Register RO or R1

Description: Instruction moves the direct byte to a register the address of which is stored in the
Ri register (RO or R1). After executing the instruction, the direct byte is not affected.

Syntax: MOV @Ri,direct

STATUS register flags: No flags are affected

EXAMPLE:

@R1, ZBIR




Register address TEMP=E2h
Before execution: SUM=58h R1=E2h
After execution: SUM=58h TEMP=58h

MOV bit,C - Moves the carry flag to the direct bit

C: Carry flag, Bit: any bit of RAM

Description: Instruction moves the carry flag to the direct bit. After executing the instruction, the
carry flag is not affected.

Syntax: MOV bit,C

STATUS register flags: No flags are affected

EXAMPLE:

0123
0124 (Label) MOV P1.2,C
0125

After execution: If C=0 P1.2=0
IfC=1P1.2=1

MOV C,bit - Moves the direct bit to the carry flag

C: Carry flag, Bit: any bit of RAM

Description: Instruction moves the direct bit to the carry flag. After executing the instruction, the
bit is not affected.

Syntax: MOV C,bit

STATUS register flags: C

EXAMPLE:

0123
0124 (Label) MOV
0125

After execution: If P1.4=0 C=0
IfP1.4=1 C=1

MOVC A,@A+DPTR - Moves the code byte relative to the DPTR to the accumulator

A: accumulator, DPTR: Data Pointer

Description: Instruction first adds the 16-bit DPTR register to the accumulator. The result of
addition is then used as a memory address from which the 8-bit data is moved to the
accumulator.

Syntax: MOVC A,@A+DPTR

STATUS register flags: No flags affected




EXAMPLE:

MOVC A, @A+DPTR

1100 66h
1101 7T 7h
1102 88h
1103 i S9h

Before execution:

DPTR=1000:

A=0

A=1

A=2

A=3

After execution:

A=66h

A=77h

A=88h

A=9%h

Note: DB (Define Byte) is a directive in assembly language used to define constant.

MOV DPTR #datal6 - Loads the data pointer with a 16-bit constant

Data: constant in the range of 0-65535 (0-FFFFh), DPTR: Data Pointer

Description: Instruction stores a 16-bit constant to the DPTR register. The 8 high bits of the
constant are stored in the DPH register, while the 8 low bits are stored in the DPL register.
Syntax: MOV DPTR #data

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Labela) MOV DPTR, #1234
0125

After execution: DPH=12h DPL=34h

MOVX A,@Ri - Moves the external RAM (8-bit address) to the accumulator

Ri: register RO or R1, A: accumulator

Description: Instruction reads the content of a register in external RAM and moves it to the
accumulator. The register address is stored in the Ri register (RO or R1).

Syntax: MOVX A,@Ri

STATUS register flags: No flags affected




EXAMPLE:

0123
0124 (Labela) MOVX A, @RO
0125

Register Address: SUM=12h

Before execution: SUM=58h R0=12h

After execution: A=58h

Note: SUM Register is stored in external RAM which is 256 bytes in size.

MOVC A,@A+PC - Moves the code byte relative to the PC to the accumulator
A: accumulator, PC: Program Counter
Description: Instruction first adds the 16-bit PC register to the accumulator (the current program
address is stored in the PC register). The result of addition is then used as a memory address
from which the 8-bit data is moved to the accumulator.
Syntax: MOVC A,@A+PC
STATUS register flags: No flags affected
EXAMPLE:
0100 (Tabela) INC N
0101 MOWC A, RA+PC
0102
0103 ceh
0104 T 7h

0105 88h
0106 99h

After the subroutine "Table" has been executed, one of four values is stored in the accumulator:
Before execution:
A=0

A=1

A=2

A=3

After execution:
A=66h

A=77h

A=88h

A=99h

Note: DB (Define Byte) is a directive in assembly language used to define constant.

MOVX @R1i,A - Moves the accumulator to the external RAM (8-bit address)
Ri: register RO or R1, A: accumulator




Description: Instruction moves the accumulator to a register stored in external RAM. Its address
is stored in the Ri register.

Syntax: MOVX @Ri,A

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) MOWVX ER1, A
0125

Register address: SUM=34h

Before execution: A=58 R1=34h

After execution: SUM=58h

NOTE:

Register SUM is located in external RAM which is 256 bytes in size.

MOVX A,@DPTR - Moves the external memory (16-bit address) to the accumulator
A: accumulator, DPRTR: Data Pointer

Description: Instruction moves the content of a register in external memory to the accumulator.
The 16-bit address of the register is stored in the DPTR register (DPH and DPL).
Syntax: MOVX A,@DPTR

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) MOVX A,@DPTR
0125

Register address: SUM=1234h

Before execution: DPTR=1234h SUM=58

After execution: A=58h

Note: Register SUM is located in external RAM which is up to 64K in size.

MUL AB - Multiplies A and B
A: accumulator, B: Register B

Description: Instruction multiplies the value in the accumulator with the value in the B register.
The low-order byte of the 16-bit result is stored in the accumulator, while the high byte remains
in the B register. If the result is larger than 255, the overflow flag is set. The carry flag is not
affected.

Syntax: MUL AB

STATUS register flags: No flags affected




EXAMPLE:

0123
0124 (Label) MUL AB
0125

Before execution: A=80 (50h) B=160 (AOh)
After execution: A=0 B=32h
A-B=80-160=12800 (3200h)

MOVX @DPTR,A - Moves the accumulator to the external RAM (16-bit address)

A: accumulator, DPTR: Data Pointer

Description: Instruction moves the accumulator to a register stored in external RAM. The 16-bit
address of the register is stored in the DPTR register (DPH and DPL).

Syntax: MOVX @DPTR,A

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Labela) MOVX @DPTR, A
0125

Register address: SUM=1234h

Before execution: A=58 DPTR=1234h

After execution: SUM=58h

Note: Register SUM is located in RAM which is up to 64K in size.

ORL A,Rn - OR register to the accumulator

Rn: any R register (R0-R7), A: accumulator

Description: Instruction performs logic OR operation between the accumulator and Rn register.
The result is stored in the accumulator.

Syntax: ORL A,Rn;

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) ORL A,R5
0125




Before execution: A= C3h (11000011 Bin.)
R5=55h (01010101 Bin.)
After execution: A=D7h (11010111 Bin.)

NOP - No operation

Description: Instruction doesn’t perform any operation and is used when additional time delays
are needed.

Syntax: NOP

STATUS register flags: No flags affected

EXAMPLE:

0123

0124 (Label) CLR

0125 NOP

0126 NOP

0127 NOP

0128 NOP

0129 SETB 22 - 3

Such a sequence provides a negative pulse which lasts exactly 5 machine cycles on the P2.3. If a
12 MHz quartz crystal is used then 1 cycle lasts 1uS, which means that this output will be a low-

going output pulse for 5 uS.

ORL A,@Ri - OR indirect RAM to the accumulator

Ri: register RO or R1, A: accumulator

Description: Instruction performs logic OR operation between the accumulator and a register. As
it is indirect addressing, the register address is stored in the Ri register (RO or R1). The result is
stored in the accumulator.

Syntax: ANL A,@Ri

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) ORL
0125

Register address: TEMP=FAh

Before execution: R1=FAh

TEMP= C2h (11000010 Bin.)

A=54h (01010100 Bin.)

After execution: A=D6h (11010110 Bin.)




ORL A, direct - OR direct byte to the accumulator

Direct: arbitrary register with address 0-255 (0-FFh), A: accumulator

Description: Instruction performs logic OR operation between the accumulator and a register. As
it is direct addressing, the register can be any SFRs or general-purpose register with address 0-
7Fh (0-127 dec.). The result is stored in the accumulator.

Syntax: ORL A,direct

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) ORL A, LOG
0125

Before execution: A= C2h (11000010 Bin.)
LOG=54h (01010100 Bin.)
After execution: A=D6h (11010110 Bin.)

ORL direct,A - OR accumulator to the direct byte
Direct: arbitrary register with address 0-255 (0-FFh), A: accumulator
Description: Instruction performs logic OR operation between a register and accumulator. As it

is direct addressing, the register can be any SFRs or general- purpose register with address 0-7Fh
(0-127 dec.). The result is stored in the register.

Syntax: ORL [register address], A

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) ORL  TEMP,A
0125

Before execution: TEMP= C2h (11000010 Bin.)
A=54h (01010100 Bin.)
After execution: A=D6h (11010110 Bin.)

ORL A, #data - OR immediate data to the accumulator

Data: constant in the range of 0-255 (0-FFh), A: accumulator

Description: Instruction performs logic OR operation between the accumulator and the
immediate data. The result is stored in the accumulator.

Syntax: ORL A, #data

STATUS register flags: No flags affected




EXAMPLE:

0123
0124 (Label) ORL
0125

Before execution: A= C2h (11000010 Bin.)
After execution: A= C3h (11000011 Bin.)

ORL C,bit - OR direct bit to the carry flag

C: Carry flag, Bit: any bit of RAM

Description: Instruction performs logic OR operation between the direct bit and the carry flag.
The result is stored in the carry flag.

Syntax: ORL C,bit

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) ORL C,ACC.3
0125

Before execution: ACC= C6h (11001010 Bin.) C=0
After execution: C=1

ORL direct,#data - OR immediate data to direct byte

Direct: arbitrary register with address 0-255 (0-FFh), Data: constant in the range of 0-255 (0-
FFh)

Description: Instruction performs logic OR operation between the immediate data and the direct
byte. As it is direct addressing, the direct byte can be any SFRs or general-purpose register with
address 0-7Fh (0-127 dec.). The result is stored in the direct byte.

Syntax: ORL [register address],#data

STATUS register flags: No flags affected

EXAMPLE:

0123
0124 (Label) ORL TEMP, #12
0125

Before execution: TEMP= C2h (11000010 Bin.)
After execution: A= D2h (11010010 Bin.)

POP direct - Pop the direct byte from the stack
Direct: arbitrary register with address 0-255 (0-FFh)




Description: Instruction first reads data from the location being pointed to by the Stack. The data
is then copied to the direct byte and the value of the Stack Pointer is decremented by 1. As it is
direct addressing, the direct byte can be any SFRs or general-purpose register with address 0-
7Fh. (0-127 dec.).

Syntax: POP direct;

Bytes: 2 (instruction code, direct byte address);

STATUS register flags: No flags affected;

EXAMPLE:

0123
0124
0125

Before execution: Address Value
030h 20h

031h 23h

SP==>032h 01h

DPTR=0123h (DPH=01, DPL=23h)
After execution: Address Value
SP==> 030h 20h

031h 23h

032h O01h

ORL C,/bit - OR complements of direct bit to the carry flag

C: carry flag

Bit: any bit of RAM

Description: Instruction performs logic OR operation between the addressed inverted bit and the
carry flag. The result is stored in the carry flag.

BIT C C AND BIT
1 0 0

1 1

0

0

Syntax: ORL C,/bit;
Bytes: 2 (instruction code, bit address);
STATUS register flags: No flags affected;




EXAMPLE:

0123
0124 (Label) ORL C,ACC.3
0125

Before execution: ACC= C6h (11001010 Bin.)

C=0

After execution: C=0

RET - Return from subroutine

Description: This instruction ends every subroutine. After execution, the program proceeds with
the instruction following an ACALL or LCALL.

Syntax: RET;

Byte: 1 (instruction code);

STATUS register flags: No flags affected;

EXAMPLE:

Instruction ACAIL.I. is called-
by subroutine IMPUL. S._

Subroutine PULSE is ended
with instruction RET..

PUSH direct - Pushes the direct byte onto the stack

Data: Arbitrary register with address 0-255 (0-FFh)

Description: Address currently pointed to by the Stack Pointer is first incremented by 1 and
afterwards the data from the register Rx is copied to it. As it is direct addressing, the direct byte
can be any SFRs or general-purpose register with address 0-7Fh. (0-127 dec.)

Syntax: PUSH direct;

Bytes: 2 (instruction code, direct byte address);

STATUS register flags: No flags affected;

EXAMPLE:

(Label)




Before execution: Address Value

SP==> (030h 20h

DPTR=0123h (DPH=01, DPL=23h)

After execution: Address Value

030h 20h

031h 23h

SP==>032h 01h

RL A - Rotates the accumulator one bit left
A: accumulator

Description: Eight bits in the accumulator are rotated one bit left, so that the bit 7 is rotated into
the bit 0 position.

Syntax: RL A;

Byte: 1 (instruction code);

STATUS register flags: No flags affected;
EXAMPLE:

0123
0124 (Label) RL A
0125

Before execution: A= C2h (11000010 Bin.)
After execution: A=85h (10000101 Bin.)
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RETI - Return from interrupt

Description: This instruction ends every interrupt routine and informs processor about it. After
executing the instruction, the program proceeds from where it left off. The PSW is not
automatically returned its pre-interrupt status.

Syntax: RETI;

Byte: 1 (instruction code);

STATUS register flags: No flags affected;

RR A - Rotates the accumulator one bit right

A: accumulator

Description: All eight bits in the accumulator are rotated one bit right so that the bit 0 is rotated
into the bit 7 position.




Syntax: RR A;

Byte: 1 (instruction code);

STATUS register flags: No flags affected;
EXAMPLE:

0123
0124 (Label) RR
0125

Before execution: A= C2h (11000010 Bin.)
After execution: A= 61h (01100001 Bin.)
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RLC A - Rotates the accumulator one bit left through the carry flag

A: accumulator

Description: All eight bits in the accumulator and carry flag are rotated one bit left. After this
operation, the bit 7 is rotated into the carry flag position and the carry flag is rotated into the bit 0
position.

Syntax: RLC A;

Byte: 1 (instruction code);

STATUS register flags: C;

EXAMPLE:

0123
0124 (Label)
0125

Before execution: A= C2h (11000010 Bin.)
C=0

After execution: A= 85h (10000100 Bin.)
C=1
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SETB C - Sets the carry flag

C: Carry flag

Description: Instruction sets the carry flag.
Syntax: SETB C;

Byte: 1 (instruction code);

STATUS register flags: C;

EXAMPLE:

0123
0124 (Label) SETB
0125

After execution: C=1

RRC A - Rotates the accumulator one bit right through the carry flag

A: accumulator

Description: All eight bits in the accumulator and carry flag are rotated one bit right. After this
operation, the carry flag is rotated into the bit 7 position and the bit 0 is rotated into the carry flag
position.

Syntax: RRC A;

Byte: 1 (instruction code);

STATUS register flags: C;

EXAMPLE:

0123
0124
0125

Before execution: A= C2h (11000010 Bin.)
C=0

After execution: A= 61h (01100001 Bin.)
C=0
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SIMP rel - Short Jump (relative address)

addr: Jump Address

Description: Instruction enables jump to the new address which should be in the range of -128 to
+127 locations relative to the first following instruction.

Syntax: SIMP [jump address];

Bytes: 2 (instruction code, jump value);

STATUS register flags: No flags are affected;

EXAMPLE:

(Label) SJMP PUSH BUT'®=3S

0345 PUSH BUTTON

Before execution: PC=323
After execution: PC=345

SETB bit - Sets the direct bit

Bit: any bit of RAM

Description: Instruction sets the specified bit. The register containing that bit must belong to the
group of the so called bit addressable registers.

Syntax: SETB [bit address];

Bytes: 2 (instruction code, bit address);

STATUS register flags: No flags affected;

EXAMPLE:

(Label) SETB P1.0




Before execution: P0.1 = 34h (00110100)
pin 1 is configured as an output

After execution: P0.1 =35h (00110101)
pin 1 is configured as an input

SUBB A,direct - Subtracts the direct byte from the accumulator with a borrow

Direct: arbitrary register with address 0-255 (0-FFh)

A: accumulator

Description: Instruction subtracts the direct byte from the accumulator with a borrow. If the
higher bit is subtracted from the lower bit then the carry flag is set. As it is direct addressing, the
direct byte can be any SFRs or general-purpose register with address 0-7Fh. (0-127 dec.). The
result is stored in the accumulator.

Syntax: SUBB A, direct;

Bytes: 2 (instruction code, direct byte address);

STATUS register flags: C, OV, AC;

EXAMPLE:

0322
0323 (Label) SUBB A,DIF
0324

Before execution: A=C9h, DIF=53h, C=0
After execution: A=76h, C=0

SUBB A,Rn - Subtracts the Rn register from the accumulator with a borrow

Rn: any R register (R0-R7)

A: accumulator

Description: Instruction subtracts the Rn register from the accumulator with a borrow. If the
higher bit is subtracted from the lower bit then the carry flag is set. The result is stored in the
accumulator.

Syntax: SUBB A,Rn;

Byte: 1 (instruction code);

STATUS register flags: C, OV, AC;

EXAMPLE:

(Label) SUBB




Before execution: A=C9h, R4=54h, C=1

After execution: A=74h, C=0

Note:

The result is different (C9 - 54=75) because the carry flag is set (C=1) before the instruction
starts execution.

SUBB A,#data - Subtracts the immediate data from the accumulator with a borrow

A: accumulator

Data: constant in the range of 0-255 (0-FFh)

Description: Instruction subtracts the immediate data from the accumulator with a borrow. If the
higher bit is subtracted from the lower bit then the carry flag is set. The result is stored in the
accumulator.

Syntax: SUBB A, #data;

Bytes: 2 (instruction code, data);

STATUS register flags: C, OV, AC;

EXAMPLE:

0322
0323 (Label) SUBB A, H#22
0324

Before execution: A=C9%h, C=0
After execution: A=A7h, C=0

SUBB A,@Ri - Subtracts the indirect RAM from the accumulator with a borrow

Ri: register RO or R1

A: accumulator

Description: Instruction subtracts the indirectly addressed register of RAM from the accumulator
with a borrow. If the higher bit is subtracted from the lower bit then the carry flag is set. As it is
indirect addressing, the register address is stored in the Ri register (RO or R1). The result is
stored in the accumulator.

Syntax: SUBB A,@Ri;

Byte: 1 (instruction code);

STATUS register flags: C, OV, AC;

EXAMPLE:

(Label) SUBB




Register address: MIN=F4
Before execution: A=C9h, R1=F4h, MIN=04, C=0
After execution: A=C5h, C=0

XCH A,Rn - Exchanges the Rn register with the accumulator

Rn: any R register (R0-R7)

A: accumulator

Description: Instruction causes the accumulator and Rn register to exchange data. The content of
the accumulator is moved to the Rn register and vice versa.

Syntax: XCH A,Rn;

Byte: 1 (instruction code);

STATUS register flags: No flags are affected;

EXAMPLE:

0322
0323 (Labela) XCH A,R3
0324

Before execution: A=C6h, R3=29h
After execution: R3=C6h, A=2%h

SWAP A - Swaps nibbles within the accumulator

A: accumulator

Description: A nibble refers to a group of 4 bits within one register (bit0-bit3 and bit4-bit7). This
instruction interchanges high and low nibbles of the accumulator.

Syntax: SWAP A;

Byte: 1 (instruction code);

STATUS register flags: No flags are affected;

EXAMPLE:

0322
0323 (Label) SWAP B
0324

Before execution: A=E1h (11100001 )bin.
After execution: A=1Eh (00011110)bin.




XCH A,@Ri - Exchanges the indirect RAM with the accumulator

Ri: register RO or R1

A: accumulator

Description: Instruction moves the contents of accumulator to the indirectly addressed register of
RAM and vice versa. As it is indirect addressing, the register address is stored in the register Ri
(RO or R1).

Syntax: XCH A,@Rj;

Byte: 1 (instruction code);

STATUS register flags: No flags are affected;

EXAMPLE:

0322
0323 (Label)
0324

Register address: SUM=E3
Before execution: RO=E3, SUM=29h, A=98h
After execution: A=29h, SUM=98h

XCH A,direct - Exchanges the direct byte with the accumulator

Direct: arbitrary register with address 0-255 (0-FFh)

A: accumulator

Description: Instruction moves the contents of the accumulator into the direct byte and vice
versa. As it is direct addressing, the direct byte can be any SFRs or general-purpose register with
address 0-7Fh (0-127 dec.).

Syntax: XCH A,direct;

Bytes: 2 (instruction code, direct byte address);

STATUS register flags: No flags are affected;

EXAMPLE:

0322
0323 (Label) XCH A, SUM
0324

Before execution: A=FFh, SUM=29h
After execution: SUM=FFh A=29h

XRL A,Rn - Exclusive OR register to accumulator
Rn: any R register (R0-R7)
A: accumulator




Description: Instruction performs exclusive OR operation between the accumulator and the Rn

register. The result is stored in the accumulator.
Syntax: XRL A,Rn;

Byte: 1 (instruction code);

STATUS register flags: No flags are affected;
EXAMPLE:

0123
0124
0125

(Label) XRL

Before execution: A= C3h (11000011 Bin.)
R3=55h (01010101 Bin.)
After execution: A= 96h (10010110 Bin.)

A,R3

XCHD A,@Ri - Exchanges the low-order nibble indirect RAM with the accumulator

Ri: register RO or R1
A: accumulator

Description: This instruction interchanges the low-

order nibbles (bits 0-3) of the accumulator

with the low-order nibbles of the indirectly addressed register of RAM. High-order nibbles of the
accumulator and register are not affected. This instruction is mainly used when operating with
BCD values. As it is indirect addressing, the register address is stored in the register Ri (RO or

R1).

Syntax: XCHD A,@Ri;

Byte: 1 (instruction code);

STATUS register flags: No flags are affected;
EXAMPLE:

0322
0323
0324

(Label) XCHD

Register address: SUM=E3
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